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both in-band and out-of-band intermodulation products
according to a memory polynomial based baseband model. In
one embodiment, a concurrent multi-band transmitter
includes a digital predistortion subsystem, power amplifier
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according to a memory polynomial based digital baseband
model of the digital predistorters.
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DIGITALLY PREDISTORT DIGITAL INPUT SIGNALS, / 1000
VIA SEPARATE PREDISTORTERS FOR EACH BAND,
TO PROVIDE PREDISTORTED DIGITAL INPUT SIGNALS FOR
CORRESPONDING BANDS

l

1002
UPCONVERT THE PREDISTORTED DIGITAL INPUT SIGNALS TO -
PROVIDE PREDISTORTED RADIO FREQUENCY SIGNALS FOR THE
CORRESPONDING BANDS

l

1004
COMBINE THE PREDISTORTED RADIO FREQUENCY SIGNALS TO /
PROVIDE A PREDISTORTED COMBINED SIGNAL

l

PERFORM QUADRATURE MODULATION OF THE PREDISTORTED / 1006
COMBINED SIGNAL TO PROVIDE
A PREDISTORTED CONCURRENT DUAL-BAND INPUT SIGNAL FOR THE
POWER AMPLIFIER

l

1008
AMPLIFY THE PREDISTORTED CONCURRENT /
DUAL-BAND INPUT SIGNAL TO PROVIDE A CONCURRENT DUAL-BAND
OUTPUT SIGNAL

FIG. 6
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2000
PROCESS CONCURRENT MULTI-BAND SIGNAL OUTPUT BY THEPATO |/
PROVIDE A COMBINED FEEDBACK SIGNAL

l

2002
ADAPTIVELY CONFIGURE THE SET
OF PREDISTORTION COEFFICIENTS FOR THE SEPARATE
PREDISTORTERS BASED ON THE COMBINED FEEDBACK SIGNAL
AND A COMBINED REFERENCE SIGNAL

FIG. 7
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1
LINEARIZATION OF INTERMODULATION
BANDS FOR CONCURRENT DUAL-BAND
POWER AMPLIFIERS

RELATED APPLICATIONS

This application is a Continuation-in-Part of U.S. patent
application Ser. No. 13/969,858 entitled LOW COMPLEX-
ITY DIGITAL PREDISTORTION FOR CONCURRENT
MULTI-BAND TRANSMITTERS, filed Aug. 19, 2013,
which claims the benefit of U.S. Provisional Patent Applica-
tion Ser. No. 61/826,060, filed May 22, 2013, the disclosures
of' which are hereby incorporated herein by reference in their
entireties.

FIELD OF THE DISCLOSURE

The present disclosure relates to digital predistortion for a
concurrent multi-band transmitter.

BACKGROUND

In many modern applications, there is a desire for concur-
rent multi-band transmitters that are capable of transmitting
concurrent multi-band signals. As used herein, a concurrent
multi-band signal is a signal that occupies multiple distinct
frequency bands. More specifically, a concurrent multi-band
signal contains frequency components occupying a difterent
continuous bandwidth for each of multiple frequency bands.
The concurrent multi-band signal contains no frequency
components between adjacent frequency bands. One example
of a concurrent multi-band signal is a concurrent dual-band
signal. One exemplary application for concurrent multi-band
signals that is of particular interest is a multi-standard cellular
communications system. A base station in a multi-standard
cellular communications system may be required to simulta-
neously, or concurrently, transmit multiple signals for mul-
tiple different cellular communications protocols or stan-
dards (i.e., transmit a multi-band signal). Similarly, in some
scenarios, a base station in a Long Term Evolution (LTE)
cellular communications protocol may be required to simul-
taneously transmit signals in separate frequency bands.

A concurrent multi-band transmitter includes a multi-band
power amplifier that operates to amplify a concurrent multi-
band signal to be transmitted to a desired power level. Like
their single-band counterparts, multi-band power amplifiers
are configured to achieve maximum efficiency, which results
in poor linearity. For single-band transmitters, digital predis-
tortion of a digital input signal of the single-band transmitter
is typically used to predistort the digital input signal using an
inverse model of the nonlinearity of the power amplifier to
thereby compensate, or counter-act, the nonlinearity of the
power amplifier. By doing so, an overall response of the
single-band transmitter is linearized.

One issue with concurrent multi-band transmitters is that
conventional single-band digital predistortion techniques
cannot be used. Specifically, as an example, a concurrent
dual-band transmitter exhibits three types of intermodulation
products at the output of the concurrent dual-band transmit-
ter, as illustrated in FIG. 1. The first type of intermodulation
products consist of in-band intermodulation products around
each carrier frequency (w, and w,) that are solely due to the
intermodulation between signal elements within each band,
which is similar to what is found in a single-band transmitter
and is referred to as in-band intermodulation. The second type
of intermodulation products consist of intermodulation prod-
ucts that appear in the same frequency range as the in-band
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intermodulation but are the result of intermodulation prod-
ucts between signal elements in both frequency bands (i.e.,
both the frequency band centered at w, and the frequency
band centered at m,). This second type of intermodulation
products is referred to as cross-modulation. Lastly, the third
type of intermodulation products consist of intermodulation
products between the two signals in both frequency bands that
are located at Aw away from the lower and upper carrier
frequencies. This third type of intermodulation products is
referred to as out-of-band intermodulation and may contain,
for example, third-order intermodulation distortion.

Typically, the out-of-band intermodulation can be removed
via filtering at the output of the power amplifier and, as such,
can be ignored. However, the issue with the concurrent dual-
band transmitter is that conventional single-band digital pre-
distortion techniques cannot practically be used to compen-
sate for both in-band intermodulation and cross-modulation.
Specifically, treating the digital input signals of the concur-
rent dual-band transmitter as a single-band digital input sig-
nal and using a single digital predistorter to compensate for
both in-band intermodulation and cross-modulation requires
observing a bandwidth at the output of the concurrent dual-
band transmitter that is extremely wide. As a result, arequired
sampling rate for Analog-to-Digital (A/D) conversion and the
digital circuitry is too high for a practical implementation.
Conversely, using two separate signal-band predistorters to
independently compensate for distortion in each frequency
band is insufficient because this approach does not compen-
sate for cross-modulation.

In order to address these issues, a Dual-Band Digital Pre-
distortion technique (referred to as 2D-DPD) was proposed in
Seyed Aidin Bassam et al., “2-D Digital Predistortion (2-D-
DPD) Architecture for Concurrent Dual-Band Transmitters,”
IEEE Transactions on Microwave Theory and Techniques,
Vol. 59, No. 10, October 2011, pp. 2547-2553. The 2D-DPD
technique relies on separate predistorters and separate adap-
tors for each band. In particular, the 2D-DPD technique uses
the following baseband model for the separate predistorters:

M-1N-1 & [¢8]
MO D7 i (= ml (2 = m)f = m)ld

m=0 k=0 j=0

M-1N-1 & 2)
aln) = > e xatn =l (r = m)f L (= m)l!

m=0 k=0 j=0

where y,(n) is the predistorted output signal of the digital
predistorter for band i (i=1, 2 for the concurrent dual-band
transmitter), M represents a memory depth of the 2D-DPD
baseband model, N is the nonlinear order of the 2D-DPD
baseband model (i.e., an order of nonlinearity compensated
for by the digital predistorters), ¢, J,m(i) are complex valued
predistortion coefficients for the digital predistorter for band
ithat are configured by a corresponding adaptor for band 1, x,
is the digital input signal for the first band, and x, is the digital
input signal for the second band.

One issue with the 2D-DPD technique is that the 2D-DPD
baseband model of Equations (1) and (2) requires a large
number of predistortion coefficients ¢, , ,* to be adaptlvely
configured by the corresponding adaptors Specifically, since
there are three summations, the number of predistortion coef-
ficients ¢, J,m(i) required by the 2D-DPD baseband model is M
(K+1)(K+2) The large number of predistortion coefficients
results in a high complexity, and thus high cost, DPD archi-
tecture.
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In You-Jiang Liu et al., “Digital Predistortion for Concur-
rent Dual-Band Transmitters Using 2-D Modified Memory
Polynomials,” IEEE Transactions on Microwave Theory and
Techniques, Vol. 61, No. 1, January 2013, pp. 281-290 and
You-Jiang Liu et al., “Low-complexity 2D behavioural model
for concurrent dual-band power amplifiers,” Electronic Let-
ters, Vol. 48, No. 11, May 24, 2012, a Dual-Band Modified
Memory Polynomial (2D-MMP) baseband model was pro-
posed that reduces the number of predistortion coefficients.
Like the 2D-DPD baseband model, the 2D-MMP baseband
model relies on separate predistorters and separate adaptors
for each frequency band. In particular, the 2D-MMP base-
band model is defined as:

M-1 N-1 . 3)
nw= " > b —milxn-ml+ jbi ko -mll

m=0 k=0

M-1 N-1 . 4
Yaln) = @) xalon = m)llxaln — m)| + 6 Lxy G = m)]|

=3
~

m=

where b, are pre-calculated (k+1)-th order envelope cou-
pling factors between x; and x,.

While the 2D-MMP baseband model results in a reduction
in the number of predistortion coefficients, a baseband model
for dual-band, or more generally multi-band, digital predis-
tortion having a further reduction in the number of predistor-
tion coefficients and thus complexity is desired.

Still further, in Lei Ding et al., “Concurrent Dual-band
Digital Predistortion,” 2012 IEEE MTT-S International
Microwave Symposium Digest, Jun. 17-22, 2012, pp. 1-3, an
in-band predistorter for concurrent dual-band transmitters
that is based on Look-Up Tables (LUTs) is disclosed. The
proposed baseband model is defined as:

M-1 [©)]
Wim =3 xn-m
m=0
{LUT mllx1(n = m)P] + LUT a1 (1 = m)? + |2 (n — m)[*1}
M-1 (6)
Wi =3 xn-m
m=0
{LUT 1202 = m)PP] + LUTa [l2 (2 — m)* + [y (2 — m)P]}
where
K-1 €]

LUTulW(n =m)P] = Y azcembetn = ml™
k=

and where a,, , , are the predistortion coefficients. Note that
this technique also requires one predistorter and one adaptor
per band.

While the out-of-band intermodulation can typically be
removed via filtering at the output of the power amplifier, this
is not always the case. Depending on the frequency separation
between the frequency bands of the concurrent multi-band
signal, there are situations where the out-of-band intermodu-
lation products fall close to the desired frequency bands of the
concurrent multi-band signal. In this case, it is challenging,
costly, or simply impossible from a system perspective to
filter these out-of-band intermodulation products via an ana-
log filter.

As such, there is a need for a system for linearizing in-band
as well as the out-of-band intermodulation products of con-
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4

current multi-band (e.g., concurrent dual-band) power ampli-
fiers particularly for situations where the out-of-band inter-
modulation products cannot be removed, or are difficult to
remove, by analog filters.

SUMMARY

The present disclosure relates to digital predistortion for a
concurrent multi-band transmitter that compensates for both
in-band and out-of-band intermodulation products according
to a memory polynomial based baseband model. In one
embodiment, a concurrent multi-band transmitter includes a
digital predistortion subsystem, power amplifier circuitry,
and an adaptation subsystem. The digital predistortion sub-
system includes multiple digital predistorters configured to
process digital input signals for frequency bands of a concur-
rent multi-band signal to provide predistorted digital input
signals each being for a different one of the frequency bands
of the concurrent multi-band signal and one or more inter-
modulation distortion compensation signals each being for a
different one of one or more intermodulation distortion fre-
quency bands. The concurrent multi-band transmitter also
includes circuitry configured to process the predistorted digi-
tal input signals and the one or more intermodulation distor-
tion compensation signals to provide a predistorted concur-
rent multi-band signal. The power amplifier circuitry is
configured to amplify the predistorted concurrent multi-band
signal to provide the concurrent multi-band signal. The adap-
tation subsystem is configured to adaptively configure the
plurality of digital predistorters according to a memory poly-
nomial based digital baseband model of the digital predistort-
ers.

In one embodiment, the digital predistorters include a first
set of digital predistorters that includes a separate digital
predistorter for each frequency band of the concurrent multi-
band signal and a second set of digital predistorters that
includes a separate digital predistorter for each intermodula-
tion distortion frequency band of the one or more intermodu-
lation distortion frequency bands. The first set of digital pre-
distorters are configured to process the input signals to
provide the predistorted digital input signals, and the second
set of digital predistorters are configured to process the input
signals to provide the one or more intermodulation distortion
compensation signals. In one embodiment, one or more inter-
modulation distortion compensation signals are multiple
intermodulation distortion compensation signals for multiple
intermodulation distortion frequency bands. In one embodi-
ment, the adaptation subsystem includes two or more adap-
tors, where the number of adaptors is less than the number of
digital predistorters. In another embodiment, the adaptation
subsystem includes a single adaptor configured to adaptively
configure all of the digital predistorters.

Those skilled in the art will appreciate the scope of the
present disclosure and realize additional aspects thereof after
reading the following detailed description of the preferred
embodiments in association with the accompanying drawing
figures.

BRIEF DESCRIPTION OF THE DRAWING
FIGURES

The accompanying drawing figures incorporated in and
forming a part of this specification illustrate several aspects of
the disclosure, and together with the description serve to
explain the principles of the disclosure.

FIG. 1 illustrates intermodulation and cross modulation
products in a concurrent dual-band transmitter;
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FIG. 2 illustrates a concurrent dual-band transmitter that
performs dual-band digital predistortion using a conventional
Dual-Band Digital Predistortion (2D-DPD) baseband model;

FIG. 3 illustrates a concurrent dual-band transmitter that
performs dual-band digital predistortion using a known com-
bined predistortion approach;

FIG. 4 illustrates a concurrent dual-band transmitter hav-
ing separate digital predistorters for each band along with a
single adaptor that adaptively configures each of the digital
predistorters using a same set of predistortion coefficients
based on a dual-band memory polynomial baseband model of
the digital predistorters that utilizes the same set of predistor-
tion coefficients for each of the digital predistorters according
to one embodiment of the present disclosure;

FIG. 5 is a frequency band diagram of a combined obser-
vation signal utilized by the adaptor of FIG. 4 according to
one embodiment of the present disclosure;

FIG. 6 is a flow chart that illustrates the operation of the
transmit chain of the dual-band transmitter of FIG. 4 accord-
ing to one embodiment of the present disclosure;

FIG. 7 is a flow chart that illustrates the operation of the
observation receiver and the adaptor of FIG. 6 according to
one embodiment of the present disclosure;

FIG. 8 illustrates the concurrent dual-band transmitter
according to another embodiment of the present disclosure;

FIG. 9 illustrates another embodiment of the concurrent
dual-band transmitter that also compensates for Third-Order
Intermodulation (IM3) according to another embodiment of
the present disclosure;

FIG. 10 illustrates one embodiment of the adaptation sub-
system of FIG. 9;

FIG. 11 is a frequency band diagram that illustrates the
frequency bands of the combined feedback signal utilized by
the adaptor of FIG. 10 according to one embodiment of the
present disclosure;

FIG. 12 illustrates another embodiment of the adaptation
subsystem of FIG. 9;

FIG. 13 illustrates yet another embodiment of the adapta-
tion subsystem of FIG. 9;

FIG. 14 illustrates a concurrent dual-band transmitter that
compensates for both in-band and out-of-band intermodula-
tion distortion according to another embodiment of the
present disclosure;

FIG. 15 illustrates one embodiment of the adaptation sub-
system of FIG. 14; and

FIG. 16 is a frequency band diagram that illustrates selec-
tion of intermediate frequencies for the IM3 frequency bands
such that the frequency bands of the combined feedback
signals utilized by the adaptors of FIG. 15 to not overlap while
total bandwidths of the combined feedback signals are mini-
mized according to one embodiment of the present disclo-
sure.

DETAILED DESCRIPTION

The embodiments set forth below represent the necessary
information to enable those skilled in the art to practice the
embodiments and illustrate the best mode of practicing the
embodiments. Upon reading the following description in
light of the accompanying drawing figures, those skilled in
the art will understand the concepts of the disclosure and will
recognize applications of these concepts not particularly
addressed herein. It should be understood that these concepts
and applications fall within the scope of the disclosure and the
accompanying claims.

Embodiments of the present disclosure relate to digital
predistortion for a concurrent multi-band transmitter that uti-
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lizes a single adaptor and a same set of predistortion coeffi-
cients to configure separate digital predistorters for each
band. Before discussing embodiments of the present disclo-
sure, a discussion of a concurrent dual-band transmitter 10
that utilizes a conventional dual-band predistortion baseband
model as illustrated in FIG. 2 is beneficial. The concurrent
dual-band transmitter 10 includes baseband sources 12-1 and
12-2 (e.g., modem(s)) of digital input signals for the concur-
rent dual-band transmitter 10, up-sampling circuitry 14-1 and
14-2, digital predistorters 16-1 and 16-2, upconversion cir-
cuitry 18-1 and 18-2, combining circuitry 20, quadrature
modulation circuitry 22, and power amplifier circuitry 24
connected as shown.

The baseband source 12-1 provides a digital baseband
input signal for a first frequency band of a concurrent dual-
band signal to be transmitted by the concurrent dual-band
transmitter 10, and the baseband source 12-2 provides a digi-
tal baseband input signal for a second frequency band of the
concurrent dual-band signal to be transmitted by the concur-
rent dual-band transmitter 10. The up-sampling circuitries
14-1 and 14-2 up-sample the digital baseband input signals to
a desired sampling rate. The digital predistorter 16-1 pro-
cesses the up-sampled digital baseband input signals to pro-
vide a first predistorted input signal for the first frequency
band of the concurrent multi-band signal, and the digital
predistorter 16-2 processes the up-sampled digital baseband
input signals to provide a second predistorted input signal for
the second frequency band of the concurrent multi-band sig-
nal.

The digital predistorters 16-1 and 16-2 provide the predis-
torted input signals according to a conventional baseband
model, i.e., either the Dual-Band Digital Predistortion (2D-
DPD) baseband model of Equations (1) and (2) or the con-
ventional Dual-Band Modified Memory Polynomial (2D-
MMP) baseband model of Equations (3) and (4). According
to the conventional baseband model, the digital predistorter
16-1 is configured by a first set of complex valued predistor-
tion coefficients, i.e., ck’j,m(l) of Equation (1) or ckJ,m(l) of
Equation (3), and the digital predistorter 16-2 is configured by
a second set of complex valued predistortion coefficients, i.e.,
Cr J,m(l) of Equation (2) or ¢, J,m(z) of Equation (4).

The upconversion circuitry 18-1 up-converts the predis-
torted input signal output by the digital predistorter 16-1 to a
desired carrier frequency w, forthe first frequency band of the
concurrent dual-band signal. Likewise, the upconversion cir-
cuitry 18-2 up-converts the predistorted input signal output
by the digital predistorter 16-2 to a desired carrier frequency
, forthe second frequency band of the concurrent dual-band
signal. The up-converted signals are then combined by the
combining circuitry 20 and modulated by the quadrature
modulation circuitry 22 to provide a predistorted concurrent
dual-band input signal for the power amplifier circuitry 24.
The power amplifier circuitry 24 amplifies the concurrent
dual-band input signal to provide the concurrent dual-band
signal to be transmitted by the concurrent dual-band trans-
mitter 10. While not illustrated, the concurrent dual-band
signal is typically filtered to remove out-of-band intermodu-
lation distortion prior to transmission.

In order to provide adaptive configuration of the digital
predistorters 16-1 and 16-2, the concurrent dual-band trans-
mitter 10 includes a feedback path that includes an attenuator
26, filters 28-1 and 28-2, downconversion and demodulation
circuitry 30-1 and 30-2, and adaptors 32-1 and 32-2. The
attenuator 26 has an input that is coupled to the output of the
power amplifier circuitry 24 and is configured to attenuate the
concurrent dual-band signal output by the power amplifier
circuitry 24 by a factor G, where G corresponds to a gain of
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the power amplifier circuitry 24. The filters 28-1 and 28-2
have pass-bands centered at the carrier frequencies w, and m,,
respectively. In operation, the filter 28-1 filters the attenuated
concurrent dual-band signal to provide a feedback signal for
the first frequency band of the concurrent dual-band signal.
Likewise, the filter 28-2 filters the attenuated concurrent dual-
band signal to provide a feedback signal for the second fre-
quency band of the concurrent dual-band signal. The down-
conversion and demodulation circuitry 30-1 downconverts,
demodulates, and digitizes the feedback signal for the first
frequency band to provide a digital baseband feedback signal
for the first frequency band. Likewise, the downconversion
and demodulation circuitry 30-2 downconverts, demodulates,
and digitizes the feedback signal for the second frequency
band to provide a digital baseband feedback signal for the
second frequency band.

Using a suitable adaptation technique (e.g., a Least Mean
Squares (LMS) algorithm), the adaptor 32-1 adaptively con-
figures the first set of predistortion coefficients for the digital
predistorter 16-1 as defined by either Equation (1) of the
conventional 2D-DPD model or Equation (3) of the conven-
tional 2D-MMP model based on the up-sampled digital base-
band input signal for the first frequency band and the digital
baseband feedback signal for the first frequency band. In a
similar manner, the adaptor 32-2 adaptively configures the
second set of predistortion coefficients for the digital predis-
torter 16-2 as defined by either Equation (2) of the conven-
tional 2D-DPD model or Equation (4) of the conventional
2D-MMP model based on the up-sampled digital baseband
input signal for the second frequency band and the digital
baseband feedback signal for the second frequency band.

FIG. 3 illustrates another implementation of the concurrent
dual-band transmitter 10 that utilizes an in-band linearization
architecture in which the two frequency bands are tuned to
different intermediate frequencies, combined, and then pre-
distorted by a single combined digital predistorter 16 that is
modeled by a memory polynomial baseband model. Specifi-
cally, as illustrated, the concurrent dual-band transmitter 10
includes the baseband sources 12-1 and 12-2 (e.g., modem(s))
of'the digital input signals for the concurrent dual-band trans-
mitter 10, the up-sampling circuitry 14-1 and 14-2, a predis-
tortion subsystem 34 including the combined digital predis-
torter 16, the upconversion circuitry 18-1 and 18-2, the
combining circuitry 20, the quadrature modulation circuitry
22, and the power amplifier circuitry 24 connected as shown.
The predistortion subsystem 34 includes tuning circuits 36-1
and 36-2, combining circuitry 38, the combined digital pre-
distorter 16, and filters 40-1 and 40-2 connected as shown.

The baseband source 12-1 provides the digital baseband
input signal for the first frequency band of the concurrent
dual-band signal to be transmitted by the concurrent dual-
band transmitter 10, and the baseband source 12-2 provides
the digital baseband input signal for the second frequency
band of the concurrent dual-band signal to be transmitted by
the concurrent dual-band transmitter 10. The up-sampling
circuitries 14-1 and 14-2 up-sample the digital baseband
input signals to the desired sampling rate. The tuning circuitry
36-1 tunes the digital baseband input signal for the first fre-
quency band to a first intermediate frequency (w,z), and the
tuning circuitry 36-2 tunes the digital baseband input signal
for the second frequency band to a second intermediate fre-
quency (-m,z). The combining circuitry 38 then combines the
digital intermediate frequency signals output by the tuning
circuitries 36-1 and 36-2 to provide a combined digital input
signal that is then predistorted by the combined digital pre-
distorter 16 to provide a predistorted combined digital input
signal. The combined digital predistorter 16 provides the
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predistorted combined digital input signal according to a
combined memory polynomial based model. The predis-
torted combined digital input signal is then filtered by the
filter 40-1 to provide the first predistorted input signal for the
first frequency band of the concurrent multi-band signal.
Likewise, the predistorted combined digital input signal is
filtered by the filter 40-2 to provide the second predistorted
input signal for the second frequency band of the concurrent
multi-band signal.

The upconversion circuitry 18-1 up-converts the first pre-
distorted input signal for the first frequency band to the
desired carrier frequency w, forthe first frequency band of the
concurrent dual-band signal. Likewise, the upconversion cir-
cuitry 18-2 up-converts the second predistorted input signal
for the second frequency band to the desired carrier frequency
, forthe second frequency band of the concurrent dual-band
signal. The up-converted signals are then combined by the
combining circuitry 20 and modulated by the quadrature
modulation circuitry 22 to provide the predistorted concur-
rent dual-band input signal for the power amplifier circuitry
24. The power amplifier circuitry 24 amplifies the concurrent
dual-band input signal to provide the concurrent dual-band
signal to be transmitted by the concurrent dual-band trans-
mitter 10. While not illustrated, the concurrent dual-band
signal is typically filtered to, if possible, remove out-of-band
intermodulation distortion prior to transmission.

In order to provide adaptive configuration of the combined
digital predistorter 16, the concurrent dual-band transmitter
10 includes a feedback path that includes the attenuator 26,
the filters 28-1 and 28-2, the downconversion and demodula-
tion circuitry 30-1 and 30-2, tuning circuitry 42-1 and 42-1,
combining circuitry 44, and a combined adaptor 32. The
attenuator 26 has an input that is coupled to the output of the
power amplifier circuitry 24 and is configured to attenuate the
concurrent dual-band signal output by the power amplifier
circuitry 24 by a factor G, where G corresponds to a gain of
the power amplifier circuitry 24. The filters 28-1 and 28-2
have pass-bands centered at the carrier frequencies w, and w,,
respectively. In operation, the filter 28-1 filters the attenuated
concurrent dual-band signal to provide a feedback signal for
the first frequency band of the concurrent dual-band signal.
Likewise, the filter 28-2 filters the attenuated concurrent dual-
band signal to provide a feedback signal for the second fre-
quency band of the concurrent dual-band signal. The down-
conversion and demodulation circuitry 30-1 downconverts,
demodulates, and digitizes the feedback signal for the first
frequency band to provide a digital baseband feedback signal
for the first frequency band. Likewise, the downconversion
and demodulation circuitry 30-2 downconverts, demodulates,
and digitizes the feedback signal for the second frequency
band to provide a digital baseband feedback signal for the
second frequency band.

The tuning circuitry 42-1 tunes the digital baseband feed-
back signal for the first frequency band to the appropriate
intermediate frequency (w,z) for the first frequency band
(corresponding to the intermediate frequency of the tuning
circuitry 36-1). Likewise, the tuning circuitry 42-2 tunes the
digital baseband feedback signal for the second frequency
band to the appropriate intermediate frequency (-w,;) for the
second frequency band (corresponding to the intermediate
frequency of the tuning circuitry 36-2). The digital interme-
diate frequency feedback signals are combined by the com-
bining circuitry 44 to provide a combined digital feedback
signal. Using a suitable adaptation technique (e.g., a LMS
algorithm), the combined adaptor 32 adaptively configures a
set of predistortion coefficients for the combined digital pre-
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distorter 16 based on the combined digital input signal and the
combined digital feedback signal.

As discussed above, the conventional 2D-DPD model
requires a large number of predistortion coefficients, which in
turn causes high complexity and cost for the digital predis-
torters 16-1 and 16-2 and the adaptors 32-1 and 32-2. The
conventional 2D-MMP model reduces the number of predis-
tortion coefficients. However, further reduction in the number
of predistortion coefficients and thus the complexity and cost
of'the system is desired. Further, while the combined predis-
tortion architecture of FIG. 3 reduces the number of predis-
tortion coefficients, it has a number of issues, namely, it
requires a higher sampling rate for digital-to-analog conver-
sion and analog-to-digital conversion, it requires a higher
sampling rate for digital logic (i.e., digital predistorter and
adaptation), it has limited linearization performance, and it
cannot be used for Third-Order Intermodulation (IM3) can-
cellation.

In this regard, a new baseband model for separate digital
predistorters of a concurrent multi-band transmitter that uti-
lizes a same set of predistortion coefficients for each of the
digital predistorters is disclosed. Thus, the new baseband
model provides the performance advantages of separate pre-
distorters while also significantly reducing the number of
predistortion coefficients and having less stringent sampling
rate requirements. Specifically, for the concurrent dual-band
transmitter scenario, the following nonlinear function for
fifth-order distortions is assumed:

ym=c, @R {0 +es)R fxm) Prestny R {5} (®)

where y(n) is the distorted concurrent dual-band signal, x(n)
is the concurrent dual-band input signal represented by:

x(n)y=x,()x& V" Tax, ()2 T

©
where x, (n) and x,(n) represent the first and second frequency
bands located around carrier frequencies w, and w,, respec-
tively, and ¢, Cs, and ¢ are complex coefficients. R {arg} is
the real part of the argument and is defined as:

_ (arg+arg’)

10
Ftarg} = 5 4o

where (arg)* is the complex conjugate operator.

By substituting Equation (9) into Equation (8) and by
expanding the terms according to Equation (10), one can
derive the following equation for the terms located around the
carrier frequencies ; and w,:
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From Equations (11) (13), the inventors have found that the
two frequency bands share the same set of coefficients and
that, in this example, only three coefficients (c,, c5, and cs)
need to be calculated. The benefit of doing so is that a reduced
number of predistortion coefficients are needed in the base-
band model, which greatly simplifies the complexity of the
digital predistortion system and that of the concurrent dual-
band transmitter.

Based on this knowledge that the same set of coefficients
can be used for each of the frequency bands, the inventors
have developed a new digital baseband model that is based on
a memory polynomial model and where the new baseband
model uses the same set of predistortion coefficients for each
of'the frequency bands. Specifically, the new baseband model
is defined as:

M-1 N-1 14)
yi(n) = Com1 (= m)| a1 (= m)| + et 2 (n — m)||F

m=0 =0

M-1 N-1 15)
y2(n) = Com®2(n = m)|ag [ x2(n = m)| + by x1 (n — m)||*

m=0 A=

where y,(n) is a predistorted output signal of a digital predis-
torter for band i (1=1, 2 for a concurrent dual-band transmit-
ter), M represents a memory depth of the new baseband
model, N is the nonlinear order of the new baseband model
(i.e., an order of nonlinearity compensated for by the digital
predistorters), ¢, ,, are complex valued predistortion coeffi-
cients for the digital predistorter for each of the frequency
bands, x, is the digital input signal for the first band, x, is the
digital input signal for the second band, and where a,,, and
b, are pre-calculated (k+1)-th order envelope coupling fac-
tors between x, and x,. Importantly, the set of predistortion
coefficients ¢, , is the same for each of the frequency bands.
In other words, the same set of predistortion coefficients ¢, _,,
is used to configure each of the digital predistorters. Thus, the

1n
]+

[ Gyl () + 6xp (mlxy (P ()] + 3y (e ()1 + ]

@R + 6x2 (W22 ()P x (I + 3y ()|, ()| e 27T

Equation (11) can be re-written as two equations, one for each
frequency band, as follows:

1y () + eaxy (mlxy (W + 2e3xy (Wl () + a2

yim =] esxmlx | +6csxy mlx WP+ |xelmT

3esxy(mlxa(m)]*

60

65

number of predistortion coefficients required by the new
baseband model of Equations (14) and (15) is half the number
of predistortion coefficients required by the conventional
2D-MMP baseband model of Equations (3) and (4).

The envelope coupling factors a,,, and b, , are pre-calcu-
lated (i.e., are not adaptively configured) using the following
algorithm. Using the dual-band scenario with 7 order non-
linearity and no memory terms as an example, the output of
the power amplifier (or likewise the combined output of the
digital predistorters) can be defined as:
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ym=c, @R () }+esmR )3+

s R {x) P re,m R {x0m}7 (16)

Ifonly the terms that are located at the two carrier frequencies
, and w, are considered and taking out all common scalars
(which are 3, 10, and 35 for c,, cs, and c,, respectively),
Equation (16) can be re-written for the two frequency bands
as:
nilm) = cLa(n) + csa b () + 2 (wlx ) + an
esx (M I + 6csx1 (Wx (WP P2 () + 3esxy eIt +
erxy lx I° + 18erxymx (Pl +

L2erx e (] 2@ + derx1 (Ml ()f°
aln) = cxa(n) + csm(mbe ()l + 2esnmlx @) + )
esx (MmN +6csx (Mxy (WP P2 () + 3esx (e (I +

erxa e l® + 18erxamxmPlaml* +
L2ernambe el () +derxa(mlx ()]°

From the 2D-DPD baseband model of Equations (1) and (2),
if M=1 and N=7, then Equations (1) and (2) become:

1) = e ox1 () + ¢S5 oxs (Wl () + (19)

1 1
5 oxt I @) + 5 o (mlxs (] +
1 1
e ox1 PP + i o (@)l +
1 1
o g I° + c8h oy (e ) P2 () +

1 1
) oxt g (P lea(ml* + clld o x1 (Wlea ()]

2 2; 2
2(n) = 5 gxa(m) + ¢85 g2 (W2 () +

2; 2 2 4
o2l ) + o (mlxa(ml* +
2 2 2 4
) ol (Pl I + ) gxa(mlxy (ml* +
2; 4 2
+ ) g s ()l () +

2 2 4 2 6
&) o2l (I + ¢ g2 (Wl ()]

20

o

2; 6
202 ()]

Comparing Equations (19) and (20) to Equations (17) and
(18), it can be seen that the number of parameters (i.e., pre-
distortion coefficients) is half. It can also be observed that the
basis functions for y,(n) are Ix,(n)%, 2Ix,(m)I% Ix,(n)l%
61x, (m)1%1x,(n)12, 31x,(m)1*, Ix,(n)I%, 181x,(n)1*1x, (n)l% 12Ix,
(n)1?, and 41x,(n)I®. Similarly, the basis functions for y,(n) are
X, (I% 2Ix, )7, Ix,m)I%, 61x,()PIx,@)12, 3, (0)l%,
1x,(n)I%, 181x,(n)I%Ix, ()1*, 121x,(n)I*Ix,(n)I?, and 41x,(n)I°.
From this observation, one is reminded of an envelope calcu-
lation in the complex domain.

Now, if the new baseband model of Equations (14) and (15)
is considered, for M=1 and N=7, the new baseband model can
be re-written as:

y1(n) = coox1(n) + a3 - caoxs (Ml (W + 2
BE - co 01 (MIxa(m)|? + a2 - ca oy (m)lx (m)]* +

2a31% - c4,0x1 (W P2 (W) + b - 4021 (W2 ()]* +

a§ 0%, (xy (W)° + 3a3 b - e px (W Ix2 ()P +

3a5by - cg x1 (Ml (W2 ()] + bS - 6,021 ()] x2(m)]°

y2(R) = o x2(n) + a5 - copxa(m)| X2 () + 22
B - crpxa(mlxy (M + @b - ey oma(mma(m)]* +

28315 - ca 002 (2 () (W) + b3 - ca o2 ()lxy ()]* +

a§ - ce0X2 (Mxa(R)|° + 373 - co 020 W2 ()[* 31 ()2 +

3a5b3 - cgoxa(mlxa (W)L (] + b5 - 6022 ()21 ()]°

where the coefficients a and b are real numbers.
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12
By comparing Equations (21) and (22) with Equations (17)
and (18), the following relationships can be defined as illus-
trated below in Table 1.

TABLE 1

b32 *cr0=2c4
2a5ib5§ ®cyo="6cs b542° Cﬁvo =3cs .
3a;'b7” ¢ cg0=12¢; 3a;°b;" ®cgo=18¢c; b;°*cgo=4c,

a32 *C0=C3
aste C40=Cs

6 =
a7 *Cgo=Cy

From Table 1, it can be derived that the coefficients a;, a5, and
a, can be setto 1, while b, can be setto V2, bs can be setto V3
or 4V3, and b, can be set to 2, 4V86, or 3V2. Note that since bs
and b, can be multiple different values, the actual values used
in implementation may be the optimal values for that particu-
lar implementation. The process described above for deter-
mining the values for the envelope coupling factors a,,, and
b,.,, can be extended to any desired memory-order and any
desired order of nonlinearity.

FIG. 4illustrates a concurrent dual-band transmitter 46 that
utilizes the new baseband model described above according
to one embodiment of the present disclosure. As illustrated,
the concurrent dual-band transmitter 46 includes baseband
sources 48-1 and 48-2 (e.g., modem(s)), up-sampling cir-
cuitry 50-1 and 50-2, a digital predistortion subsystem 52 that
includes digital predistorters 54-1 and 54-2, upconversion
circuitry 56-1 and 56-2, combining circuitry 58, quadrature
modulation circuitry 60, and power amplifier circuitry 62
connected as shown.

The baseband source 48-1 provides a digital input signal,
which in this embodiment is a baseband signal, for a first
frequency band of a concurrent dual-band signal to be trans-
mitted by the concurrent dual-band transmitter 46. Likewise,
the baseband source 48-2 provides a digital input signal,
which in this embodiment is a baseband signal, for a second
frequency band of the concurrent dual-band signal to be trans-
mitted by the concurrent dual-band transmitter 46. The up-
sampling circuitries 50-1 and 50-2 up-sample the digital input
signals to a desired sampling rate. The digital predistorter
54-1 processes the up-sampled digital input signals to provide
a first predistorted input signal for the first frequency band of
the concurrent multi-band signal, and the digital predistorter
54-2 processes the up-sampled digital input signals to provide
a second predistorted input signal for the second frequency
band of the concurrent multi-band signal. The digital predis-
torters 54-1 and 54-2 provide the predistorted input signals
according to the new baseband model of Equations (14) and
(15). Importantly, according to the new baseband model, the
both the digital predistorter 54-1 and the digital predistorter
54-2 are configured by the same set of predistortion coeffi-
cients c;_,,.

The upconversion circuitry 56-1 up-converts the predis-
torted input signal output by the digital predistorter 54-1 to a
desired carrier frequency w, forthe first frequency band of the
concurrent dual-band signal. Likewise, the upconversion cir-
cuitry 56-2 up-converts the predistorted input signal output
by the digital predistorter 54-2 to a desired carrier frequency
, forthe second frequency band of the concurrent dual-band
signal. The up-converted signals are then combined by the
combining circuitry 58 and modulated by the quadrature
modulation circuitry 60 to provide a predistorted concurrent
dual-band input signal for the power amplifier circuitry 62. It
should be noted that digital-to-analog conversion can occur
before upconversion for an analog upconversion implemen-
tation. Alternatively, digital-to-analog conversion may occur
after upconversion for a digital upconversion implementa-
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tion. While not essential for understanding the concepts dis-
closed herein, for more information regarding digital upcon-
version, the interested reader is directed to U.S. Patent
Application Publication No. 2010/0098191 Al, entitled
METHODS AND SYSTEMS FOR PROGRAMMABLE
DIGITAL UP-CONVERSION, filed on Oct. 20, 2008, and
published on Apr. 22, 2010 and U.S. Patent Application Pub-
lication No. 2013/0241757 A1, entitled PROGRAMMABLE
DIGITAL UP-CONVERSION FOR CONCURRENT
MULTI-BAND SIGNALS, filed on Jun. 7, 2012, and pub-
lished on Sep. 19, 2013, both of which are hereby incorpo-
rated herein by reference for their teachings related to digital
upconversion. The power amplifier circuitry 62 amplifies the
concurrent dual-band input signal to provide the concurrent
dual-band signal to be transmitted by the concurrent dual-
band transmitter 46. While not illustrated, subsequent to
amplification, the concurrent dual-band signal is preferably
filtered to remove out-of-band intermodulation distortion
prior to transmission.

In order to provide adaptive configuration of the digital
predistorters 54-1 and 54-2 via the same set of predistortion
coeflicients c; ,, the concurrent dual-band transmitter 46
includes a feedback path that includes an observation receiver
64 and a single adaptor 66 (hereinafter “adaptor 66”). The
observation receiver 64 includes an attenuator 68, filters 70-1
and 70-2, downconversion and demodulation circuitry 72-1
and 72-2, and combining circuitry 74 connected as shown.
The attenuator 68 has an input that is coupled to the output of
the power amplifier circuitry 62 via a coupler 76. The attenu-
ator 68 is configured to attenuate the concurrent dual-band
signal output by the power amplifier circuitry 62 by a factor
G, where G corresponds to a gain of the power amplifier
circuitry 62. The filters 70-1 and 70-2 have pass-bands cen-
tered at the carrier frequencies w, and w, of the concurrent
dual-band signal, respectively.

In operation, the filter 70-1 filters the attenuated concurrent
dual-band signal to provide a feedback signal for the first
frequency band of the concurrent dual-band signal. Likewise,
the filter 70-2 filters the attenuated concurrent dual-band sig-
nal to provide a feedback signal for the second frequency
band of the concurrent dual-band signal. The downconver-
sion and demodulation circuitry 72-1 downconverts,
demodulates, and digitizes the feedback signal for the first
frequency band to provide a digital feedback signal for the
first frequency band. Likewise, the downconversion and
demodulation circuitry 72-2 downconverts, demodulates, and
digitizes the feedback signal for the second frequency band to
provide a digital feedback signal for the second frequency
band. In this embodiment, the feedback signals for the first
and second frequency bands are both at baseband.

The combining circuitry 74 combines the digital feedback
signals for the first and second frequency bands to provide a
combined digital feedback signal. Because the digital feed-
back signals for both of the frequency bands are at baseband,
frequency bands, or spectrums, for the digital feedback sig-
nals for the two frequency bands overlap as illustrated in FI1G.
5. When compensating for up to 5% order distortion for
example, if the two digital input signals have a same band-
width B, then the bandwidth of the combined digital feedback
signal is 5xB due to bandwidth expansion resulting from the
distortion or nonlinearity of the power amplifier circuitry 62.
If the two digital input signals have different bandwidths B,
and B,, then when compensating for up to 5 order distortion,
the bandwidth of the combined digital feedback signal is the
larger of 5xB, and 5xB,. As such, by combining the digital
feedback signals for the two frequency bands at baseband, the
frequency bands of the two digital feedback signals overlap,
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which in turn substantially reduces the bandwidth of the
combined feedback signal as compared to the bandwidth of
the concurrent dual-band signal at the output of the power
amplifier circuitry 62. As a result of the reduced bandwidth, a
sampling rate requirement for the feedback path is substan-
tially reduced, which in turn reduces the complexity and cost
of the concurrent dual-band transmitter 46.

Returning to FIG. 4, the concurrent dual-band transmitter
46 also includes combining circuitry 78 that combines the two
up-sampled digital input signals to provide a combined ref-
erence signal. As discussed above, in this embodiment, the
up-sampled digital input signals are at baseband. As such,
after combining the two up-sampled digital input signals, the
frequency bands of the two up-sampled digital input signals
overlap in the combined reference signal in same manner as
described above with respect to the digital feedback signals in
the combined feedback signal (but without bandwidth expan-
sion).

The adaptor 66 adaptively configures the set of predistor-
tion coeflicients ¢, ,, for the digital predistorters 54-1 and
54-2 in the new baseband model of Equations (14) and (15)
based on the combined reference signal and the combined
feedback signal. Specifically, the adaptor 66 utilizes any suit-
able technique (e.g., LMS) to compute or otherwise deter-
mine values for the set of predistortion coeflicients ¢, ,, that
minimize an error between the combined reference signal and
the combined feedback signal. In this manner, the single
adaptor 66 configures a single set of predistortion coefficients
€. that, according to the new baseband model, is used to
configure each of the digital predistorters 54-1 and 54-2.

FIG. 6 is a flow chart that illustrates the operation of the
transmit chain of the concurrent dual-band transmitter 46 of
FIG. 4 according to one embodiment of the present disclo-
sure. While the steps of the process of FIG. 6 are illustrated as
being performed in a particular order, it should be noted that
unless explicitly stated or otherwise required, the steps may
be performed in any desired order. This also applies to the
steps of any other processes illustrated and described herein.
As illustrated in FIG. 6, the digital predistorters 54-1 and 54-2
digitally predistort the digital input signals to provide the
predistorted digital input signals for each frequency band
(step 1000). More specifically, in the embodiment of FIG. 4,
the digital predistorter 54-1 processes the up-sampled digital
input signals to provide the predistorted digital input signal
for the first frequency band, and the digital predistorter 54-2
processes the up-sampled digital input signals to provide the
predistorted digital input signal for the second frequency
band. Next, the predistorted digital input signals are up-con-
verted by the upconversion circuitry 56-1 and 56-2 to the
carrier frequencies w, and w,, respectively (step 1002). The
predistorted up-converted, or radio frequency, signals are
then combined by the combining circuitry 58 to provide a
predistorted combined signal (step 1004). Notably, in one
alternative embodiment, the predistorted signals may be com-
bined prior to upconversion. The predistorted combined sig-
nal is then quadrature modulated to provide the predistorted
concurrent dual-band input signal for the power amplifier
circuitry 62 (step 1006). Lastly, the predistorted concurrent
dual-band input signal is amplified by the power amplifier
circuitry 62 (step 1008).

FIG. 7 illustrates the operation of the feedback path of the
concurrent dual-band transmitter 46 of FIG. 4 according to
one embodiment of the present disclosure. As illustrated, the
observation receiver 64 processes the concurrent multi-band
signal (more specifically in this example, a concurrent dual-
band signal) received from the output of the power amplifier
circuitry 62 via the coupler 76 to provide the combined feed-
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back signal (step 2000). The adaptor 66 then adaptively con-
figures the set of predistortion coefficients for the digital
predistorters 54-1 and 54-2 based on the combined feedback
signal and the combined reference signal (step 2002).

FIG. 8 illustrates the concurrent dual-band transmitter 46
according to another embodiment of the present disclosure.
This embodiment is substantially the same as that of FIG. 4
but where the component signals of the combined feedback
signal and the component signals of the combined reference
signal are tuned to intermediate frequencies in such a manner
as to reduce or minimize the bandwidth of the combined
feedback signal and thus the sampling rate requirement for
Analog-to-Digital (A/D) conversion in the feedback path.
More specifically, in this embodiment, after downconversion
and demodulation, the digital feedback signal for the first
frequency band is tuned to a first intermediate frequency wz,
via tuning circuitry 80-1. In a similar manner, the digital
feedback signal for the second frequency band is tuned to a
second intermediate frequency ., via tuning circuitry 8§0-2.
As aresult, in the combined feedback signal, the signal com-
ponent for the first frequency band is tuned to the first inter-
mediate frequency w,-, and the signal component for the
second frequency band is tuned to the second intermediate
frequency wz,.

In the same manner, the concurrent dual-band transmitter
46 includes tuning circuitry 82-1 that tunes the up-sampled
digital input signal for the first frequency band to the first
intermediate frequency w,-; and tuning circuitry 82-2 that
tunes the up-sampled digital input signal for the second fre-
quency band to the second intermediate frequency w,.,. As a
result, in the combined reference signal, the signal compo-
nent for the first frequency band is tuned to the first interme-
diate frequency w,, and the signal component for the second
frequency band is tuned to the second intermediate frequency
0. The adaptor 66 then adaptively configures the set of
predistortion coefficients, and thus the digital predistorters
54-1 and 54-2, in such a manner as to minimize the error
between the combined reference signal and the combined
feedback signal.

In one embodiment, a frequency separation between the
first and second intermediate frequencies w,z, and w;, is
greater than or equal to a minimum frequency separation
below which the two frequency bands in the combined feed-
back signal begin to overlap for the maximum order of dis-
tortion to be compensated for by the digital predistorters 54-1
and 54-2. So, for the fifth order case, the frequency separation
between the first and second intermediate frequencies w;z;
and wy, is greater than or equal to %2B, +%2B,, where B, is the
bandwidth of the digital input signal for the first frequency
band and B, is the bandwidth for the digital input signal for
the second frequency band. Thus, in one particular embodi-
ment, the two intermediate frequencies are selected such that:

5B, +By) 5 5 23
1F1:—u+—31:—532,and @3

(B, + By) 5 4
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5
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By selecting the two intermediate frequencies in this manner,
the bandwidth of the combined feedback signal is substan-
tially reduced as compared to the bandwidth of the concurrent
multi-band signal (or in other words the observed bandwidth
of'the observation receiver 64). As a result, the sampling rate
requirement for A/D conversion in the feedback path is sub-
stantially reduced. Note that while the first and second inter-
mediate frequencies w,, and w,-, can be selected to avoid
overlap of the frequency bands of the component signals in
the combined reference signal and the combined feedback
signal, the first and second intermediate frequencies w,; and
> are not limited thereto. The first and second intermediate
frequencies w,-, and w,-, may alternatively be selected to
allow some amount of overlap between the frequency bands
of'the combined feedback signal or even the combined refer-
ence signal.

Thus far, the embodiments have focused on predistortion
that compensates for in-band intermodulation and cross-
modulation distortion. In these embodiments, as well as the
conventional architectures discussed above, out-of-band
intermodulation products (e.g., IM3 distortion) can typically
be removed using analog filtering at the output of the power
amplifier circuitry 24, 62. However, depending on the fre-
quency separation between the frequency bands of the con-
current multi-band signal, there are situations where the out-
of-band intermodulation products fall close to the desired
frequency bands (i.e., the frequency bands of the concurrent
multi-band signal) and therefore, it is challenging, costly, or
simply impossible from a system perspective to filter them by
means of analog filters. An architecture that utilizes digital
predistortion to compensate for both in-band intermodulation
products and IM3 distortion products is disclosed in Seyed
Aidin Bassam et al., “Channel-Selective Multi-Cell Digital
Predistorter for Multi-Carrier Transmitters,” IEEE Transac-
tions on Communications, Vol. 60, No. 8, August 2012, pp.
2344-2352 (hereinafter “Bassam™). However, the architec-
ture proposed in Bassam uses different types of baseband
models for the in-band and out-of-band intermodulation
products (i.e., Kroneckar products vs. memory polynomials).
Also, the predistortion for the IM3 frequency bands in the
architecture disclosed in Bassam is generated using the pre-
distorted in-band waveforms, or signals. Therefore, the archi-
tecture of Bassam assumes a dependency between the in-
band and out-of-band intermodulation distortions, which is
not always the case. As a result of these simplifications, as
disclosed in Bassam, only a modest performance improve-
ment was observed in laboratory measurements.

In one embodiment, the new baseband model may be
expanded to compensate for IM3 distortion. By doing so, a
memory-polynomial based baseband model for both in-band
and out-of-band predistortion is provided. Further, a single
adaptor and a single set of predistortion coefficients can be
utilized for separate predistorters for each of the desired and
IM3 frequency bands. Using the dual-band scenario as an
example, by substituting Equation (9) into Equation (8) and
by expanding the terms according to Equation (10), one can
derive the following equation for the terms located around the
frequencies m,, w,, 2w, -w,, and 2w,-w;:
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Equation (25) can be re-written as four equations, one for
each frequency band (including the two IM3 frequency
bands), as follows:
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One can notice in Equations (25)-(29) that the two frequency
bands for the concurrent dual-band signal (i.e., the frequency
bands centered at w; and w,) and the two IM3 frequency
bands (i.e., the frequency bands centered at 2m,-w,, and
2m,-m, ) share the same set of coefficients and that only three
coefficients (c,, c;, ¢5) need to be calculated. As such, the new
baseband model requires a reduced number of coefficients,
which greatly simplifies the complexity of the Digital Predis-
tortion (DPD) system and that of the concurrent dual-band
transmitter.

Based on this knowledge that the same set of coefficients
can be used for each of the frequency bands of the concurrent
dual-band signal as well as each of the IM3 frequency bands,
the inventors have developed a new baseband model that uses
the same set of predistortion coefficients for each of the
frequency bands of the concurrent dual-band signal as well as
each of the IM3 frequency bands. Specifically, the new base-
band model that also includes IM3 is defined as:
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where y,, (n) is the predistorted output signal of a digital
predistorter for the first frequency band of the concurrent
dual-band signal, y,, (n) is the predistorted output signal of a
digital predistorter for the second frequency band of the con-
current dual-band signal, y,,,, (1) is the predistorted output
signal of a digital predistorter for the first IM3 frequency
band, y,,_,, (1) is the predistorted output signal of a digital
predistorter for the second IM3 frequency band, M represents
40 a memory depth of the new baseband model, N is the nonlin-
ear order of the new baseband model (i.e., an order of non-
linearity compensated for by the digital predistorters), c, ,
are complex valued predistortion coefficients for the digital
predistorter for each of the frequency bands of the concurrent
dual-band signal and each of the IM3 frequency bands, x, is
the digital input signal for the first band, x, is the digital input
signal for the second band, a,_ " and b, ,#*"? are pre-

calculated (k+1)-th order envelope coupling factors between

x, and x, for frequency bands of the concurrent dual-band
s0 signal, and a,, ™" and b,,,”” are pre-calculated (k+1)-th
order envelope coupling factors between x, and x, for the IM3
frequency bands. Importantly, the set of predistortion coeffi-
cients c;_,, is the same for each of the frequency bands and
each ofthe IM3 frequency bands. In other words, the same set
of predistortion coefficients ¢, ,, is used to configure each of
the digital predistorters. The envelope coupling factors
a,,, "% and b, ,"#*" as well as the envelope coupling
factors a,, ,”* and by, ;™" can be calculated using the pro-
cess described above with respect to the envelope coupling
60 factorsa,,, andb,,,.

FIG. 9 illustrates one embodiment of the concurrent dual-
band transmitter 46 that utilizes the new baseband model that
further compensates for IM3 according to one embodiment of
the present disclosure. In this embodiment, the digital predis-
tortion subsystem 52 further includes digital predistorters
84-1 and 84-2 that process the up-sampled digital input sig-
nals to provide predistorted digital input signals that compen-
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sate for IM3 in frequency bands centered at 2w,-w, and
2m,-w,, respectively. As discussed below, the new baseband
model can be further defined such that the same set of pre-
distortion coefficients is utilized by both the digital predis-
torters 54-1 and 54-2 and the digital predistorters 84-1 and
84-2. The concurrent dual-band transmitter 46 also includes
upconversion circuitry 86-1 and 86-2 configured to up-con-
vert the predistorted digital input signals output by the digital
predistorters 84-1 and 84-2 to 2m,-w, and 2w,-w,, respec-
tively. The up-converted signals from the upconversion cir-
cuitries 86-1 and 86-2 are then combined along with the
up-converted signals from the upconversion circuitries 56-1
and 56-2 for the two frequency bands of the concurrent multi-
band signal to provide the predistorted combined signal at the
output of the combining circuitry 58. The predistorted com-
bined signal is then quadrature modulated to provide the
concurrent dual-band input signal, which is then amplified by
the power amplifier circuitry 62 to provide the concurrent
dual-band signal.

An adaptation subsystem and observation receiver 88 of
the concurrent dual-band transmitter 46 adaptively config-
ures the digital predistorters 54-1, 54-2, 84-1, and 84-2 based
on the new baseband model that further compensates for IM3.
Specifically, as illustrated in FIG. 10, the adaptation sub-
system and observation receiver 88 includes the observation
receiver 64 and an adaptation subsystem 65, which includes
the adaptor 66. The observation receiver 64 includes the
attenuator 68, the filters 70-1 and 70-2, the downconversion
and demodulation circuitry 72-1 and 72-2, and the combining
circuitry 74 as discussed above. However, in this embodi-
ment, the observation receiver 64 also includes filters 90-1
and 90-2, downconversion and demodulation circuitry 92-1
and 92-2, combining circuitry 94-1 and 94-2, and adjustment
circuitry 96-1 and 96-2. In operation, the input of the attenu-
ator 68 is coupled to the output of the power amplifier cir-
cuitry 62. The attenuator 68 attenuates the concurrent dual-
band signal. The filters 70-1 and 70-2 filter the attenuated
concurrent dual-band signal to provide feedback signals for
the two frequency bands of the concurrent dual-band signal
centered at w, and w,, as discussed above. The filter 90-1
filters the attenuated concurrent dual-band signal to provide a
feedback signal for the IM3 frequency band centered at 2w, —
,. Likewise, the filter 90-2 filters the attenuated concurrent
dual-band signal to provide a feedback signal for the IM3
frequency band centered at 2w,-w, .

The downconversion and demodulation circuitry 72-1
downconverts and demodulates the feedback signal for the
first frequency band of the concurrent dual-band signal (i.e.,
the frequency band centered at , ) to provide a digital base-
band feedback signal for the first frequency band. Likewise,
the downconversion and demodulation circuitry 72-2 down-
converts and demodulates the feedback signal for the second
frequency band of the concurrent dual-band signal (i.e., the
frequency band centered at w,) to provide a digital baseband
feedback signal for the second frequency band. Conversely,
the downconversion and demodulation circuitry 92-1 down-
converts and demodulates the feedback signal for the first
IM3 frequency band (i.e., the IM3 frequency band centered at
2m, -, ) to provide a digital feedback signal for the first IM3
frequency band at a first intermediate frequency (-IF1).In a
similar manner, the downconversion and demodulation cir-
cuitry 92-2 downconverts and demodulates the feedback sig-
nal for the second IM3 frequency band (i.e., the IM3 fre-
quency band centered at 2m,-m,;) to provide a digital
feedback signal for the second IM3 frequency band at a
second intermediate frequency (+1F2).
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Next, the combining circuitry 94-1 combines the digital
feedback signal for the first IM3 frequency band and the
digital baseband feedback signal for the first frequency band
of'the concurrent dual-band signal to provide a first combined
signal. Likewise, the combining circuitry 94-2 combines the
digital feedback signal for the second IM3 frequency band
and the digital baseband feedback signal for the second fre-
quency band of the concurrent dual-band signal to provide a
second combined signal. The adjustment circuitry 96-1 per-
forms time, phase, and/or gain adjustments for the first com-
bined signal relative to a first reference signal, which as
illustrated in FIG. 9 is the up-sampled digital input signal for
the first frequency band. Likewise, the adjustment circuitry
96-2 performs time, phase, and/or gain adjustments for the
second combined signal relative to a second reference signal,
which as illustrated in FIG. 9 is the up-sampled digital input
signal for the second frequency band. The combining cir-
cuitry 74 then combines the adjusted first and second com-
bined signals to provide a combined digital feedback signal
for the concurrent dual-band signal.

Importantly, as illustrated with respect to the combined
digital feedback signal at the output of the combining cir-
cuitry 74 in FIG. 10, the first and second intermediate fre-
quencies (-IF1 and +IF2) are selected such that the IM3
frequency bands (C and D) in the combined digital feedback
signal do not overlap with a combined frequency band (A+B)
for the first frequency band (A) and the second frequency
band (B) in the combined digital feedback signal. The values
of IF1 and IF2 are determined by the signal bandwidths as
well as the nonlinear order of the DPD system. More specifi-
cally, as illustrated in FIG. 11, the bandwidth of the combined
baseband signal A+B is:

Nxmax(BW ;. BW,) (34)

where N is the order of nonlinearity, BW, is the bandwidth of
the digital input signal for the first frequency band, and BW,
is the bandwidth of the digital input signal for the first fre-
quency band, the bandwidth of the C band is:

2xBW +BW,+(N-3)xmax(BW ,BW,), and (35)
the bandwidth of the D band is:
BW +2xBW ,+(N=3)xmax(BW ;, BW,). (36)

Therefore, minimum values for the intermediate frequencies
IF1 and IF2 are given by:

2% BW, + BW, + (2N — 3) X max(BW, + BW,)
2

IF1 = &7

BW| +2XBW, + (2N — 3)x max(BW, + BW,)
2

IF2 = G9)

Note, however, that the intermediate frequencies IF1 and 1F2
can be greater than the values defined by Equations (37) and
(38), but are preferably substantially less than values at which
the bandwidth of the combined feedback signal is equal to the
total bandwidth of the concurrent dual-band signal including
the IM3 frequency bands.

Returning to FIG. 10, the two reference signals (REF 1 and
REF 2), which in this embodiment are the up-sampled digital
input signals, are combined by combining circuitry 98 to
provide a combined reference signal. Combining circuitry
100 receives the combined reference signal and the combined
feedback signal and outputs an Observation Receiver (OBS),
which may also be referred to herein as an error signal (e), that
is a difference between the combined reference signal and the
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combined feedback signal. The adaptor 66 then adaptively
configures the set of predistortion coefficients c,_,, using any
suitable adaptation algorithm (e.g., LMS) to miinimize the
error signal or, in other words, to minimize the difference
between the combined reference signal and the combined
feedback signal. Again, the adaptor 66 adaptively configures
a single set of predistortion coefficients ¢, ,, which according
to the new baseband model is utilized by each of the digital
predistorters 54-1, 54-2, 84-1, and 84-2. Note that while in

COST(n) = |obs(n) —

this embodiment the observation signal input to the adaptor
66 is the error signal, in an alternative embodiment, the output
of the combining circuitry 74 and the reference signals may
be input to the adaptor 66 where error is determined internally
atthe adaptor 66, as is done in many of the other embodiments
disclosed herein (e.g., FIGS. 4, 8, 12, 13, and 15).

FIG. 12 illustrates the adaptation subsystem and observa-
tionreceiver 88 of F1IG. 9 according to another embodiment of
the present disclosure. This embodiment is similar to that of
FIG. 10 but where the observation receiver 64 downconverts
the feedback signals for each of the frequency bands of the
concurrent dual-band signal and each of the IM3 frequency
bands to baseband and combines the resulting digital base-
band feedback signals to provide a combined digital base-
band feedback signal that is representative of both of the
frequency bands of the concurrent dual-band signal and both
of the IM3 frequency bands. As a result, a bandwidth of the
combined digital baseband feedback signal is reduced as
compared to that of FIG. 10, which in turn reduces the sam-
pling rate requirements of the adaptor 66.

More specifically, the adaptation subsystem and observa-
tion receiver 88 of FIG. 12 includes the observation receiver
64 and an adaptation subsystem 65 including the adaptor 66.
The observation receiver 64 includes the attenuator 68, the
filters 70-1 and 70-2 for the two frequency bands of the
concurrent dual-band signal, the filters 90-1 and 90-2 for the
two IM3 frequency bands, the downconversion and demodu-
lation circuitry 72-1 and 72-2 for the two frequency bands of
the concurrent dual-band signal, downconversion and
demodulation circuitry 102-1 and 102-2 for the two IM3
frequency bands, the combining circuitries 94-1 and 94-2, the
adjustment circuitry 96-1 and 96-2, and the combining cir-
cuitry 74 as discussed above. However, in this embodiment,
the downconversion and demodulation circuitry 102-1 and
102-2 for the two IM3 frequency bands downconvert the
feedback signals for the two IM3 frequency bands to base-
band rather than some intermediate frequencies. As a result,
all four frequency bands overlap at baseband in the combined
digital baseband feedback signal output by the combiner 74,
as is also illustrated in FIG. 12.
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The adaptor 66 adaptively configures the set of predistor-
tion coefficients for the digital predistorters 54-1, 54-2, 84-1,
and 84-2 based on the combined digital feedback signal out-
put by the observation receiver 64 and the two reference
signals. Specifically, in one embodiment, the adaptor 66 uti-
lizes any suitable technique to compute or otherwise deter-
mine values for the set of predistortion coefficients that mini-
mize the following cost function for the baseband model of
Equations (30) through (33):

)

(inBand)

(inBand)
8rmX1 (n —m)lagy e

. &
[x1(n = m)| + jO. " (e —m)l” +

inBand .1 (inBand K
Sim¥a (= mlaf T xa(n = m) + AT xy (n - m)| +

M3 Ly (IM3 k=2
G e (= m)l + O s = m)l T +

M3 -y (IM3 k=2
7 beatn = m)l + O e (= m)l|

where obs(n) is the distorted concurrent dual-band signal
reconstructed by the observation receiver 64 (i.e., the com-
bined digital feedback signal output by the observation
receiver 64), and x,(n) and x,(n) are the up-sampled digital
baseband input signal to the digital predistorters 54-1, 54-2,
84-1, and 84-2, which are referenced as reference signals
REF 1 and REF 2. This minimization may be achieved in
practice directly via classical least squares approaches, or
iteratively using a stochastic gradient (e.g., LMS) approach.

FIG. 13 illustrates the adaptation subsystem and observa-
tion receiver 88 of FIG. 9 according to yet another embodi-
ment of the present disclosure. In this embodiment, since the
same set of predistortion coefficients are used for all four
digital predistorters 54-1, 54-2, 84-1, and 84-2, the observa-
tion receiver 64 provides a digital baseband feedback signal
that is representative of only one of the frequency bands,
which in this example, is the frequency band centered at the
carrier frequency w, ofthe concurrent dual-band signal. Note,
however, that the observation receiver 64 may alternatively
provide a digital baseband feedback signal that is represen-
tative of one of the other frequency bands (e.g., the frequency
band centered at the carrier frequency w, of the concurrent
dual-band signal).

More specifically, in this embodiment, the adaptation sub-
system and observation receiver 88 includes the observation
receiver 64 and the adaptation subsystem 65 including the
adaptor 66. The observation receiver 64 includes the attenu-
ator 68, a filter 70 for the frequency band of the concurrent
dual-band signal that is being observed (which again, in this
example, is the frequency band centered on the carrier fre-
quency m, of the concurrent dual-band signal), downconver-
sion and demodulation circuitry 72 for the frequency band of
the concurrent dual-band signal being observed, and adjust-
ment circuitry 96 for adjusting time, phase, and/or gain, con-
nected as shown. In operation, the input of the attenuator 68 is
coupled to the output of the power amplifier circuitry 62. The
attenuator 68 attenuates the concurrent dual-band signal. The
filter 70 filters the attenuated concurrent dual-band signal to
provide a feedback signal for the frequency band of the con-
current dual-band signal centered at .
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The downconversion and demodulation circuitry 72 down-
converts and demodulates the feedback signal for the fre-
quency band of the concurrent dual-band signal being
observed (i.e., the frequency band centered at w, ) to provide
a digital baseband feedback signal for the frequency band
being observed. The adjustment circuitry 96 performs time,
phase, and/or gain adjustments for the digital baseband feed-
back signal relative to a reference signal, which in this
example is, as illustrated in FIG. 9, the up-sampled digital
input signal for the first frequency band (referenced as REF
1).

The adaptor 66 then adaptively configures the digital pre-
distorters 54-1, 54-2, 84-1, and 84-1 based on the digital
feedback signal output by the observation receiver 64 and the
two reference signals. Specifically, in one embodiment, the
adaptor 66 utilizes any suitable technique to compute or oth-
erwise determine values for the set of predistortion coeffi-
cients that minimize the following cost function for the base-
band model of Equations (30) through (33):

M-1 N-1

COST(m) =|obsm = " " gt (n=m)

m=0 k=
2

inBand .y (inBand k
Al ey (= m)| + o o — )|

where obs(n) is the digital feedback signal output by the
observation receiver 64, and x,(n) and x,(n) are the
up-sampled digital baseband input signal to the digital pre-
distorters 54-1, 54-2, 84-1, and 84-2, which are referenced as
reference signals REF 1 and REF 2. This minimization may
be achieved in practice directly via classical least squares
approaches, or iteratively using a stochastic gradient (e.g.,
LMS) approach. Note that, in one alternative embodiment,
the observation receiver 64 observes the second band (i.e.,
Band B) of the concurrent dual-band signal in which case the
cost function that is minimized by the adaptor 66 is:

M-1 N-1
COST(n) = |obs(n) — Z Gemxa (= m)|a™5 D 2 (n — m)| +
=0 k=
2
G I3
o (= m)|

While the embodiments of FIGS. 9, 10, 12, and 13 use the
new baseband model to provide a single set of predistortion
coefficients to configure both the digital predistorters 54-1
and 54-2 for the frequency bands of the concurrent dual-band
signal and the digital predistorters 84-1 and 84-2 for the IM3
frequency bands, the present disclosure is not limited thereto.
More specifically, other baseband models that define separate
sets of predistortion coefficients for each of the digital pre-
distorters for the desired frequency bands of the concurrent
dual-band signal and the frequency bands of the out-of-band
intermodulation distortion (e.g., IM3 frequency bands) may
be used. In this regard, FIG. 14 illustrates a dual-band trans-
mitter 104 that utilizes separate digital predistorters to com-
pensate for both in-band intermodulation distortion and out-
of-band intermodulation distortion and an adaptation
subsystem and observation receiver 106 that independently
configures the digital predistorters using separate sets of pre-
distortion coefficients according to one embodiment of the
present disclosure. Before describing the dual-band transmit-
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ter 104 of FIG. 14 in detail, a description of two different
baseband models that may be utilized to model the digital
predistorters of the dual-band transmitter 104 is provided.

First Baseband Model:

For the first baseband model, let us assume the following
non-linear function for seventh order distortions:

2= xR (300} + R 3001+ R {500} (39)

where y(n) is the distorted dual-band signal and x(n) is the
reference dual-band signal represented by:

x(1)=x, (1) Ty ()T (40)

where x,(n) represents the first frequency band located
around the carrier frequency w, and x,(n) represents the sec-
ond frequency band located around the carrier m,. R {arg} is
the real part of the argument and is defined as:

_ (g +arg’) @1

R {arg) 3

where (arg)* is the complex conjugate operator.

By substituting Equation (40) into Equation (39) and by
expanding the terms according to Equation (41), one can
derive the following equations for the terms located around
the IM3 frequencies 2w, -, and 2m,-w, (i.e., in the IM3
frequency bands):

Yooy - (1) = X1 ()52 ()" + 201 ()7 by ()2 ()" + “2)
31 ()22 ()P0 () + 331 ()21 () [* 2 () +
1221 (0?1 ()P 2 ()* + 631 () a2 ()
Yaun -wy () = X2() 22 () + 222 () I () Py ()" + “3)

32 ()23 ()20 (0)* + 3x2(m)? e ()1 () +
12202 () 2 ()L () Py ()" + 632(m) [y ()]0, ()

Based on this knowledge, Equations (42) and (43) can be
generalized as two equations as follows:

Youog o () = “@4)
M-1 N-3 &
= mP s = m)* L (= mF I (n — )l
m=0 k=0 =0
Yoy () = 5
M-1 N-3

27w

) o )
i Xl —m) xi(n —m)*|xa(n —m)*x (n — m)l

-
"

where M is the memory depth, N is the non-linear order and
C . are the predistortion coefficients for band i, where the
superscript i is to be replaced by the band frequency 2w, -,
or 2m,-m;. The variables k and j of Equations (44) and (45)
are incremented by two when considering the odd terms only.
Note that the scalars from Equations (42) and (43) have been
absorbed into the predistortion coefficients ¢, "

The total baseband model for both the frequency bands of
the concurrent dual-band signal and the IM3 frequency bands
can then be defined as:
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M-1 N-1 & (46)
[
Yo (1) = Dk n—mlx e = mf e = m)l
m=0 k=0 j=0
M-1 N-1 & @7
W
Yoy ) = > A xatn = st = mf ey (= ml
m=0 k=0 j=0
Yoy -y (1) = “8)
M-1 N-3 & - . .
D7 cuita P xnn = myxatn = my' e i = mf (e — ml
m=0 k=0 j=0
Yaury-wy (1) = “9)
M-1 N-3 & 2 . .
A = m P (= m)* s = ) = )l
m=0 k=0 j=0
Second Baseband Model:

In this model, the assumption is made that the non-linear
terms in Equation (39) are multiplied by coefficients so that
the non-linear equation becomes:

yy=c, R fx(m)}4e; R {300} +esR {x0)}1+
R {500}

By substituting Equation (40) into Equation (50) and by
expanding the terms accordingly to Equation (41), one can
derive the following equations for the terms located around
the IM3 frequencies 2m,-m, and 2w,—w,, assuming that each
band needs a different set of coefficients:

(0)

V() = 3 P (n)” + 263 2 x P Py + O
3cs 2 x PP (m)” + 305 2x (2 (Wl ) +
1262wy (P (Pl (0P xa () +
6632 (Pl ()2 (n)*
Yooy () = 32 U Pxi () + 2652 mP i Pa ) + O

3632 Uy P (P ()" + 305 ()l () +

12622 iy (P ()Pl () () +

6672wy (Pl ()3 ()

From the baseband model of Equations (44) and (45), if
M=1 and N=7, then Equations (44) and (45) become:

2w)

V2w —w, (1) = Cop0 ©3)

2 2w~ 2 2
xm ey + el T )P’ +
2] ~twp
€2,2,0
2w~y
€420

X P ) + s 2 @Rk ) xm* +
X P PP () + il “2a (P b (] x (n)
= Cou(l)zo “1

wy

iyt () = BmPx )+ S8 e nwlamw + 09

20 2 2wy —tw 2 4
cra o e (m)Pxs ()" + chgo  x2(m) P () x () +

20—ty

A2 P (Pl P () + ey (Pl () ()

Comparing Equations (53) and (54) to Equations (51) and
(52), it can be seen that the number of predistortion
coefficients is half. It can also be observed that the basis
functions for y,,, _, are 2Ix1(n)l2 31x,(n) 1%, 31x, ()%, 121,
(n)I*1x,(n)I* and 6Ix2(n)l Similarly, the basis functions for
Yaos,-c, € 2Ix2(n)l 31x, ()%, 31x,(m)1%, 121x,5(n)1Ix, ()1
and 61x,(n)l*. From this observation, one is reminded of an
envelope calculation in the complex domain. Therefore, the
new baseband model can be re-written as:
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Yoy -wy (1) = gki;l “2x1(n— m)xa(n — m)*
0 k=2
|a ™2 by =)l + ort ™ atn— [
Mo 56)
() —t "
Vaun—wy (1) = St Lo (n — m)Pxi (n —m)
0 k=2

20 20y —w]

w K~
Gt Mt = m)l + i (- m)|

where a,, "and b, " are real-valued pre-calculated k-th order
envelope coupling factors between x, (n) and x,(n) for band i
and g, ' are the predistortion coefficients for a given non-
linear order for band i, where band i is the IM3 band for
2m, -, for Equation (55) and 2m,-m, for Equation (56).
Now, if the baseband model of Equations (55) and (56) is
considered, for M=1 and N=7, the new baseband model can
be re-written as:

Yoy~ ) = S0
B e + (@22 x gl 2 a0 +
(B2172Y x g2 ™2y (0 y ) s () +
(3“172)" x gl ™2, (0 (s ()" +
26 —wp N2/, 20— 261 — "
2372 (B2172Y g2y 0y (P (P a0 +
(B3172) x g2, (0P lra () s ()
Yowy —wy (n) = (58)
B nmin ) + (@Y x gl mam P +
(B2271Y x g™y )2y () 2y ()" +
26y — 2w N
(3271) x g™ Ly (a3 ()" +
232 (B2 g2y (0 (s (P () +

2wy —twy

(bng wl) xg60F L) (] xy (r)*

By comparing Equations (57) and (58) with Equations (55)
and (56), the following relationships can be defined as illus-
trated below in Table 2.

TABLE 2

(bs’)22g4m'—30 . )
2(a7") (37) gG,m = 1207»11

£ m.z_ C3, m
(35 B = .
(a7) gG,m = 307;;1

(b7i)4 gG,mi = 607;ni

From Table 2, it can be derived that the coefficient aJ’ is V2
while b’ v3 Similarly, a,’ can be set to 43 or V6, and b can
be set to 4V6 or V6. The theoretical range for a,,,’ and b,
can be estimated using the above relationships and it is fixed
for a given non-linear order. However, it is preferable that
a,,,  and b, |’ be determined through measurements so that
the values used in operation are the optimal values for that
particular implementation. For example, this could be done
by a calibration routine that evaluates the Error Vector Mag-
nitude (EVM) or the Adjacent Channel Leakage Ratio
(ACLR) when sweeping the theoretical range for those coef-
ficients.

The complete second baseband model for both the desired
frequency bands of the concurrent dual-band signal and the
IM3 frequency bands is then defined as:
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269 — .y 20— k=2
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Note that the second baseband model described above is
less complex than the first baseband model. Specifically, the
second baseband model uses a reduced number of predistor-
tion coefficients as compared to that of the first baseband
model. The reduction in the number of coefficients is because
all of the terms associated with a given non-linear order and
memory depth are multiplied by a single coefficient.

Now, returning back to the discussion of the dual-band
transmitter 104 of FIG. 14, the dual-band transmitter 104
includes baseband sources 108-1 and 108-2 (e.g., modem(s)),
up-sampling circuitry 110-1 and 110-2, a digital predistortion
subsystem 112 that includes digital predistorters 114-1 and
114-2 for the frequency bands of the concurrent dual-band
signal as well as digital predistorters 114-3 and 114-4 for the
IM3 frequency bands, modulation and upconversion circuitry
116-1 through 116-4, combining circuitry 118, and power
amplifier circuitry 120 connected as shown. Note that, in this
example, quadrature modulation is performed in the modu-
lation and upconversion circuitry 116-1 through 116-4. How-
ever, in another embodiment, quadrature modulation may be
performed after the combining circuitry 118 and before the
power amplifier circuitry 120 as is the case in, for example,
the embodiment of FIG. 4.

In operation, the baseband source 108-1 provides a digital
input signal, which in this embodiment is a baseband signal,
for a first frequency band of the concurrent dual-band signal
to be transmitted by the dual-band transmitter 104. Likewise,
the baseband source 108-2 provides a digital input signal,
which in this embodiment is a baseband signal, for a second
frequency band of the concurrent dual-band signal to be trans-
mitted by the dual-band transmitter 104. The up-sampling
circuitries 110-1 and 110-2 up-sample the digital input sig-
nals to a desired sampling rate. The digital predistorter 114-1
processes the up-sampled digital input signals to provide a
first predistorted input signal for the first frequency band of
the concurrent multi-band signal, and the digital predistorter
114-2 processes the up-sampled digital input signals to pro-
vide a second predistorted input signal for the second fre-
quency band of the concurrent multi-band signal. In a similar
manner, the digital predistorter 114-3 processes the
up-sampled digital input signals to provide a first IM3 com-
pensation signal for a first IM3 frequency band (referenced as
IM3,, which is the frequency band centered at 2m,-w,), and
the digital predistorter 114-4 processes the up-sampled digi-
tal input signals to provide a second IM3 compensation signal
for a second IM3 frequency band (referenced as IM3,,, which
is the frequency band centered at 2w,-m, ). Preferably, the
digital predistorters 114-1 through 114-4 provide the predis-
torted digital baseband input signals and the IM3 compensa-
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tion signals according to either the baseband model of Equa-
tions (46) through (49) or the baseband model of Equations
(59) through (62). According to the aforementioned baseband
models, the digital predistorters 114-1 through 114-4 are
configured by separate sets of predistortion coefficients.

The modulation and upconversion circuitry 116-1 modu-
lates and up-converts the predistorted input signal output by
the digital predistorter 114-1 to provide a corresponding
upconverted signal at a desired carrier frequency w, for the
first frequency band of the concurrent dual-band signal. Like-
wise, the upconversion and modulation circuitry 116-2
modulates and up-converts the predistorted input signal out-
put by the digital predistorter 114-2 to provide a correspond-
ing upconverted signal at a desired carrier frequency w, for
the second frequency band of the concurrent dual-band sig-
nal. In a similar manner, the upconversion and modulation
circuitry 116-3 modulates and up-converts the IM3 compen-
sation signal output by the digital predistorter 114-3 to pro-
vide a corresponding upconverted signal at a desired IM3
frequency 2mw,-w, for the first IM3 frequency band. Like-
wise, the upconversion and modulation circuitry 116-4
modulates and up-converts the IM3 compensation signal out-
put by the digital predistorter 114-4 to provide a correspond-
ing upconverted signal at a desired IM3 frequency 2w,—m, for
the second IM3 frequency band.

The upconverted signals are then combined by the com-
bining circuitry 118 to provide a predistorted concurrent
dual-band input signal for the power amplifier circuitry 120.
It should be noted that digital-to-analog conversion can occur
before upconversion for an analog upconversion implemen-
tation. Alternatively, digital-to-analog conversion may occur
after upconversion for a digital upconversion implementa-
tion. The power amplifier circuitry 120 amplifies the concur-
rent dual-band input signal to provide the concurrent dual-
band signal to be transmitted by the dual-band transmitter
104.

In order to provide adaptive configuration of the digital
predistorters 114-1 through 114-2, the concurrent dual-band
transmitter 104 includes a feedback path that includes the
adaptation subsystem and observation receiver 106 that is
coupled to an output of the power amplifier circuitry 120 via
a coupler 122. In general, the adaptation subsystem and
observation receiver 106 adaptively configures the separate
sets of predistortion coefficients utilized by the digital pre-
distorters 114-1 through 114-4 using a suitable baseband
model. Preferably, the baseband model is either the baseband
model of Equations (46) through (49) or the baseband model
of Equations (59) through (62).

One embodiment of the adaptation subsystem and obser-
vation receiver 106 is illustrated in FIG. 15. As illustrated, the
adaptation subsystem and observation receiver 106 includes
an observation receiver 124 and an adaptation subsystem 125
including adaptors 126-1 and 126-2. The observation receiver
124 includes an attenuator 128, filters 130-1 through 130-4,
downconversion and demodulation circuitry 132-1 through
132-4, tuning circuitry 134-1 and 134-2, combining circuitry
136-1 and 136-2, and adjustment circuitry 138-1 and 138-2
connected as shown. The attenuator 128 has an input that is
coupled to the output of the power amplifier circuitry 120 via
the coupler 122. The attenuator 128 is configured to attenuate
the concurrent dual-band signal output by the power amplifier
circuitry 120 by a factor G, where G corresponds to a gain of
the power amplifier circuitry 120. The filters 130-1 and 130-2
have pass-bands centered at the carrier frequencies w, and w,
of the concurrent dual-band signal, respectively. Similarly,
the filters 130-3 and 130-4 have passbands centered at the
IM3 frequencies 2m,-m, and 2w,—w,, respectively.
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In operation, the filter 130-1 filters the attenuated concur- between the two frequency bands is minimized, which in turn
rent dual-band signa] to provide a feedback signa] for the first minimizes a bandwidth of the second combined dlgltal feed-
frequency band of the concurrent dual-band signal. Likewise, back signal.
the filter 130-2 filters the attenuated concurrent dual-band The bandwidths of the different bands in the first and

5 second combined digital feedback signals can be predicted

signal to provide a feedback signal for the second frequency from the baseband model as illustrated in FIG. 16. The values

band of the concurrent dual-band signal. In a similar manner, - : .
the filter 130-3 filters the attenuated concurrent dual-band of'the bandwidths of the different bands in the first and second

signal to provide a feedback signal for the first IM3 frequency cqmblned dlglt.al. feefiback §1gnal are determined by the band-
band, and the filter 130-4 filters the attenuated concurrent widths of the digital input mgngls for the two frequency bands
dual-band signal to provide a feedback signal for the second 10 9f the concurrent dual-band S?gml as well as the DPD non-
IM3 frequency band. The downconversion and demodulation linear order. Ther efore, the minmum Va.lues. for IF, and IF,
circuitry 132-1 downconverts, demodulates, and digitizes the can be determined base?d on th? 111pstrat10n in FIG. 1.6'. Spe-
feedback signal for the first frequency band of the concurrent cifically, based on the illustration in FIG. 16, the minimum
dual-band signal to provide a digital feedback signal for the | values for IF, and IF, can be calculated as:

first frequency band of the concurrent dual band signal. Like-
wise, the downconversion and demodulation circuitry 132-2

C . . 3xBW, + BW, + 2xN -4)x BW, + BW, 63
downconverts, demodulates, and digitizes the feedback sig- IF) = : Eha 3 JxmaxBW; ) ©9
nal for the second frequency band of the concurrent dual-band
signal to provide a digital feedback signal for the second 20 1y = BWiL+3%BWo + QXN - 4) xmax(BW, + BW:) 64)

2

frequency band of the concurrent dual-band signal. In a simi-
lar manner, the downconversion and demodulation circuitry
132-3 downconverts, demodulates, and digitizes the feedback where BW| is the bandwidth of the digital input signal for the
signal for the first IM3 frequency band to provide a digital first frequency band of the concurrent dual-band signal and
feedback signal for the first IM3 frequency band, and the 25 BW, isthe bandwidth of the digital input signal for the second
downconversion and demodulation circuitry 132-4 downcon- frequency band of the concurrent dual-band signal.
verts, demodulates, and digitizes the feedback signal for the Returning to FIG. 15, the observation receiver 124 also
second IM3 frequency band to provide a digital feedback includes the adjustment circuitry 138-1 and 138-2 that oper-
signal for the second IM3 frequency band. At this point, all of ates to adjust time alignment, phase, and/or gain of the first
the digital feedback signals are at baseband. and second combined digital feedback signals based on the
In this embodiment, the tuning circuitry 134-1 tunes the reference signals x; and x,, respectively. The adaptor 126-1
digital feedback signal for the first IM3 frequency band to a adaptively configures the sets of predistortion coefficients for
first intermediate frequency (-IF,), and the tuning circuitry the digital predistorters 114-1 and 114-3 based on the first
134-2 tunes the digital feedback signal for the second IM3 ;5 combined digital feedback signal and the two reference sig-

30

frequency band to a second intermediate frequency (IF,). The nals. Specifically, in one embodiment, the adaptor 126-1 uti-
combining circuitry 136-1 then combines the digital feedback lizes any suitable technique to compute or otherwise deter-
signal for the first frequency band of the concurrent dual-band mine values for the sets of predistortion coefficients that

signal and the tuned digital feedback signal for the first IM3 minimize the following cost function for the baseband model
frequency band to provide a first combined digital feedback of Equations (46) through (49):

=

-1 N-1
(wy) Y i
ci w1t = m)xy(n = m)F iy (n —m)lf +

gl

k
0 k=0 j=0

coSTV(n) = |obs; (n) - "
M-1 N-3 &k
3 = et =m0 = = T
m=0 k=0 j=0
signal. As illustrated, the first intermediate frequency (-IF,) where obs,(n) is the distorted concurrent dual-band signal
is selected such that the two frequency bands do not overlap in reconstructed by the observation receiver 124 (i.e., the
the first combined digital feedback signal, but at the same 55 adjusted first combined digital feedback signal), and x,(1n)
time a separation between the two frequency bands is mini- and X,(n) are the up-sampled digital baseband input signal to
mized, which in turn minimizes a bandwidth of the first the digital predistorters 114-1 through 114-4. This minimiza-
combined digital feedback signal. tion may be achieved in practice directly via classical least

In a similar manner, the combining circuitry 136-2 then squares approaches, or iteratively using a stochastic gradient

combines the digital feedback signal for the second frequency ¢ (i-¢., LMS) approach.

band of the concurrent dual-band signal and the tuned digital Similarly, when using the baseband model of Equations
feedback signal for the second IM3 frequency band to provide (46) through (49), the adaptor 126-2 adaptively configures the
a second combined digital feedback signal. As illustrated, the sets of predistortion coefficients for the digital predistorters
second intermediate frequency (IF,) is selected such that the 45 114-2 and 114-4 based on the second combined digital feed-
two frequency bands do not overlap in the second combined back signal and the two reference signals to minimize the

digital feedback signal, but at the same time a separation following cost function:
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In another embodiment, the adaptors 126-1 and 126-2 10

operate according to the baseband model of Equations (59)
through (62). Specifically, the adaptor 126-1 utilizes any suit-
able technique to compute or otherwise determine values for

k
(wy) k—j j
> kR n—mxstn = m)l e (= m)l +

oy (= m)Px (n = m)* [xa(n — m)xy (n = m)l
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j pi2rlFynT

LUT Look-Up Table
OBS Observation Receiver

Those skilled in the art will recognize improvements and
modifications to the preferred embodiments of the present

the sets of predistortion coefficients for the digital predistort- . disclosure. All such improvements and modifications are con-

ers 114-1 and 114-3 that minimize the following cost function
for the baseband model of Equations (59) through (62):

sidered within the scope of the concepts disclosed herein and
the claims that follow.

gk n—m|alTh vy (0 — m)|+ BT bea G — [ +

M-1 N-1
m=0 k=0
CcoSTV(n) = |ob
(m)=obsm~f ~ .
—
gk,m1 2
m=0 k=2

Similarly, the adaptor 126-2 utilizes any suitable technique to
compute or otherwise determine values for the sets of predis-
tortion coefficients for the digital predistorters 114-2 and
114-4 that minimize the following cost function for the base-
band model of Equations (59) through (62):

M-1 N-1

g xz(n m)|a,(+f)|xz(n m)|+]bk+1

0 k=0
2y _ _ "=
COST?(n) = |obs, (1) v
iy —TT
Z gk,m2 !
k

m=0 k=2

It should be noted that the discussion herein focuses on the
dual-band scenario. However, it should be appreciated that
the baseband models and architectures disclosed herein can
be extended to more than two frequency bands and to higher
order intermodulation bands if desired. Further, the baseband
models and corresponding architectures disclosed herein that
also compensate for IM3 can be extended to compensate for
higher order intermodulation distortion (e.g., Fifth Order
Intermodulation (IMS5) distortion). Also, the DPD architec-
tures disclosed herein utilize a direct learning adaptation
technique. However, as will be appreciated by one of ordinary
skill in the art upon reading this disclosure, indirect learning
adaptation techniques may alternatively be used.

The following acronyms are used throughout this disclo-
sure.

2D-DPD Dual-Band Digital Predistortion

2D-MMP 2D-Modified Memory Polynomial

ACLR Adjacent Channel [eakage Ratio

A/D Analog-to-Digital

DPD Digital Predistortion

EVM Error Vector Magnitude

IM3 Third-Order Intermodulation

IMS5 Fifth-Order Intermodulation

LMS Least Mean Squares

LTE Long Term Evolution

11 72 |X1 (n— m)|+]
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What is claimed is:

1. A concurrent multi-band transmitter, comprising:

a digital predistortion subsystem comprising a plurality of
digital predistorters configured to process a plurality of
digital input signals for a plurality of frequency bands of

2

k
T xitm-m| +

b(2m2 @)

2,
j2niFynT
k+1 e 2

Pea - m)] + j by (e —ml[

a concurrent multi-band signal to provide a plurality of
predistorted digital input signals each being for a differ-
ent one of the plurality of frequency bands of the con-
current multi-band signal and one or more intermodula-
tion distortion compensation signals each being for a
different one of one or more intermodulation distortion
frequency bands;

circuitry configured to process the plurality of predistorted

digital input signals and the one or more intermodulation
distortion compensation signals to provide a predis-
torted concurrent multi-band signal;

power amplifier circuitry configured to amplify the predis-

torted concurrent multi-band signal to provide the con-
current multi-band signal; and

an adaptation subsystem configured to adaptively config-

ure the plurality of digital predistorters based on a
memory polynomial based digital baseband model of
the plurality of digital predistorters.

2. The transmitter of claim 1 wherein the one or more
intermodulation distortion frequency bands comprise a plu-
rality of intermodulation distortion frequency bands such that
the one or more intermodulation distortion compensation
signals comprise a plurality of intermodulation distortion
compensation signals each being for a different one of the
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plurality of intermodulation distortion frequency bands, and
the plurality of digital predistorters comprise:

a first plurality of digital predistorters comprising a sepa-
rate digital predistorter for each of the plurality of fre-
quency bands of the concurrent multi-band signal, the
first plurality of digital predistorters configured to pro-
cess the plurality of digital input signals to provide the
plurality of predistorted digital input signals; and

a second plurality of digital predistorters comprising a
separate digital predistorter for each of the plurality of
intermodulation distortion frequency bands, the second
plurality of digital predistorters configured to process
the plurality of digital input signals to provide the plu-
rality of intermodulation distortion compensation sig-
nals.

3. The transmitter of claim 2 wherein:

the adaptation subsystem comprises two or more adaptors
configured to adaptively configure the plurality of digi-
tal predistorters based on the memory polynomial based
digital baseband model of the plurality of digital predis-
torters; and

a number of adaptors in the two or more adaptors of the
adaptation subsystem is less than a number of predis-
torters in the plurality of digital predistorters of the digi-
tal predistortion subsystem.

4. The transmitter of claim 2 wherein:

the adaptation subsystem comprises two or more adaptors
configured to adaptively configure the plurality of digi-
tal predistorters based on the memory polynomial based
digital baseband model of the plurality of digital predis-
torters; and

at least one adaptor of the two or more adaptors of the
adaptation subsystem is configured to generate digital
predistortion coefficients for at least two digital predis-
torters of the plurality of digital predistorters of the
digital predistortion subsystem.

5. The transmitter of claim 4 wherein the at least two digital

predistorters comprise:

a first digital predistorter configured to provide one of the
plurality of predistorted digital input signals for one of
the plurality of frequency bands of the concurrent multi-
band signal; and

a second digital predistorter configured to provide one of
the plurality of intermodulation distortion compensation
signals for one of the plurality of intermodulation dis-
tortion frequency bands.

6. The transmitter of claim 5 wherein the at least one
adaptor is configured to generate the digital predistortion
coefficients for the at least two digital predistorters based on
a combined digital feedback signal comprising a first com-
ponent for the one of the plurality of frequency bands of the
concurrent multi-band signal and a second component for the
one of the plurality of intermodulation distortion frequency
bands.

7. The transmitter of claim 6 further comprising an obser-
vation receiver configured to process the concurrent multi-
band signal output by the power amplifier circuitry to provide
the combined digital feedback signal such that a frequency
band of the first component does not overlap with a frequency
band of the second component within the combined digital
feedback signal.

8. The transmitter of claim 2 wherein the adaptation sub-
system comprises a single adaptor configured to adaptively
configure the plurality of digital predistorters based on the
memory polynomial based digital baseband model of the
plurality of digital predistorters, wherein the memory poly-
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nomial based digital baseband model has a same set of pre-
distortion coefficients for each of the plurality of digital pre-
distorters.
9. The transmitter of claim 8 further comprising:
an observation receiver configured to process the concur-
rent multi-band signal output by the power amplifier
circuitry to provide a combined digital feedback signal
that is representative of both the plurality of frequency
bands of the concurrent multi-band signal and the one or
more intermodulation distortion frequency bands;
wherein the single adaptor is further configured to adap-
tively configure the plurality of digital predistorters
based on the combined digital feedback signal.
10. The transmitter of claim 9 wherein the observation
receiver comprises:
for each frequency band of the plurality of frequency bands
of the concurrent multi-band signal, circuitry configured
to process a component of the concurrent multi-band
signal in the frequency band to provide a digital feed-
back signal for the frequency band centered at baseband;
for each intermodulation distortion frequency band of the
one or more intermodulation distortion frequency
bands, circuitry configured to process an intermodula-
tion component in the intermodulation distortion fre-
quency band to provide a digital feedback signal for the
intermodulation distortion frequency band centered at a
different intermediate frequency; and
combiner circuitry configured to combine the digital feed-
back signals for the plurality of frequency bands of the
concurrent multi-band signal and the digital feedback
signals for the one or more intermodulation distortion
frequency bands to provide the combined digital feed-
back signal;
wherein the different intermediate frequencies for the one
or more intermodulation distortion frequency bands are
selected such that frequency bands of the digital feed-
back signals for the intermodulation distortion fre-
quency bands do not overlap the frequency bands of the
digital feedback signals for the plurality of frequency
bands of the concurrent multi-band signal in the com-
bined digital feedback signal.
11. The transmitter of claim 9 wherein the observation
receiver comprises:
for each frequency band of the plurality of frequency bands
of the concurrent multi-band signal, circuitry configured
to process a component of the concurrent multi-band
signal in the frequency band to provide a digital feed-
back signal for the frequency band centered at baseband;
for each intermodulation distortion frequency band of the
one or more intermodulation distortion frequency
bands, circuitry configured to process an intermodula-
tion component in the intermodulation distortion fre-
quency band to provide a digital feedback signal for the
intermodulation distortion frequency band centered at
baseband; and
combiner circuitry configured to combine the digital feed-
back signals for the plurality of frequency bands of the
concurrent multi-band signal and the digital feedback
signals for the one or more intermodulation distortion
frequency bands to provide the combined digital feed-
back signal.
12. The transmitter of claim 8 further comprising:
an observation receiver configured to process the concur-
rent multi-band signal output by the power amplifier
circuitry to provide a digital feedback signal that is rep-
resentative of one of the plurality of frequency bands of
the concurrent multi-band signal;
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wherein the single adaptor is further configured to adap-

tively configure the plurality of digital predistorters

based on the digital feedback signal.

13. The transmitter of claim 1 wherein the memory poly-
nomial based digital baseband model defines a separate set of
predistortion coefficients for each of the plurality of digital
predistorters.

14. The transmitter of claim 1 wherein:

the memory polynomial based digital baseband model

defines a separate set of predistortion coefficients for

each of the plurality of digital predistorters; and

for each frequency band of the plurality of frequency bands

of the concurrent multi-band signal and the one or more

intermodulation distortion frequency bands, the
memory polynomial based digital baseband model
defines a single coefficient for all terms associated with

a same non-linear order and memory depth.

15. The transmitter of claim 1 wherein the memory poly-
nomial based digital baseband model defines a single set of
predistortion coefficients for all of the plurality of digital
predistorters.

16. The transmitter of claim 1 wherein:

the concurrent multi-band signal is a concurrent dual-band

signal such that the plurality of frequency bands of the

concurrent multi-band signal is a first frequency band
and a second frequency band of the concurrent dual-
band signal;

the plurality of digital input signals comprises a first digital

input signal for the first frequency band of the concurrent

dual-band signal and a second digital input signal for the
second frequency band of the concurrent dual-band sig-
nal; and

the one or more intermodulation distortion frequency

bands are a first third-order intermodulation distortion
frequency band and a second third-order intermodula-
tion distortion frequency band such that the one or more
intermodulation distortion compensation signals are a
first intermodulation distortion compensation signal for
the first third-order intermodulation distortion fre-
quency band and a second intermodulation distortion
compensation signal for the second third-order inter-
modulation distortion frequency band.

17. The transmitter of claim 16 wherein:

the plurality of digital predistorters comprises separate

digital predistorters for the first frequency band of the
concurrent dual-band signal, the second frequency band
of the concurrent dual-band signal, the first third-order
intermodulation distortion frequency band, and the sec-
ond third-order intermodulation distortion frequency
band; and

the adaptation subsystem comprises two adaptors config-

ured to adaptively configure the plurality of digital pre-

distorters, wherein at least one adaptor of the two adap-
tors configures at least two of the separate digital
predistorters.

18. The transmitter of claim 16 wherein:

the plurality of digital predistorters is four digital predis-

torters comprising:

a first digital predistorter configured to process the first
digital input signal and the second digital input signal
to provide a first predistorted digital input signal of the
plurality of predistorted digital input signals;

a second digital predistorter configured to process the
first digital input signal and the second digital input
signal to provide a second predistorted digital input
signal of the plurality of predistorted digital input
signals;
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athird digital predistorter configured to process the first
digital input signal and the second digital input signal
to provide a first intermodulation distortion compen-
sation signal of the one or more intermodulation dis-
tortion compensation signals; and

a fourth digital predistorter configured to process the
first digital input signal and the second digital input
signal to provide a second intermodulation distortion
compensation signal of the one or more intermodula-
tion distortion compensation signals; and

the adaptation subsystem comprises:

afirstadaptor configured to adaptively configure the first
digital predistorter and the third digital predistorter
based on the memory polynomial based digital base-
band model of the plurality of digital predistorters;
and

a second adaptor configured to adaptively configure the
second digital predistorter and the fourth digital pre-
distorter based on the memory polynomial based digi-
tal baseband model of the plurality of digital predis-
torters.

19. The transmitter of claim 18 wherein:

the first adaptor is further configured to adaptively config-

ure the first digital predistorter and the third digital pre-
distorter based on the memory polynomial based digital
baseband model of the plurality of digital predistorters
and a first combined digital feedback signal for the first
frequency band of the concurrent dual-band signal and
the first third-order intermodulation distortion fre-
quency band; and

the second adaptor is further configured to adaptively con-

figure the second digital predistorter and the fourth digi-
tal predistorter based on the memory polynomial based
digital baseband model of the plurality of digital predis-
torters and a second combined digital feedback signal
for the second frequency band of the concurrent dual-
band signal and the second third-order intermodulation
distortion frequency band.

20. The transmitter of claim 19 further comprising an
observation receiver configured to process the concurrent
dual-band signal output by the power amplifier circuitry to
provide the first and second combined digital feedback sig-
nals.

21. The transmitter of claim 18 wherein, for N-th order
nonlinearities and M-th order memory depth, the memory
polynomial based digital baseband model is represented as:

M-1 N-1 &
w] k—j i
Yo (1) = D rr = mlxa(n =)o (n = m)l
m=0 k=0 j=0
M-1 N-1 &
. _
Y (1) = D 2 —mxatn —m (= m)l
m=0 k=0 j=0
V2w —wp 1) =
M-1 N-3 &k N
(] —t 2 k—j i
D et P xi =m0 = m)* ey (1 = ) a0 - m)ld
m=0 k=0 j=0
V2un—wy 1) =
M-1 N-3 &k N
) —t] 2 k—j j
D B aaln =m0 = m)* o (n = ) (0 - m)ld

0 &

I
=3

3
i

J=0

wherey,, (n) denotes the first predistorted digital input signal,
Ye,(1) denotes the second predistorted digital input signal,
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Y20,-a,(11) denotes the first intermodulation distortion com-
pensation signal, y,,,_, (1) denotes the second intermodula-
tion distortion compensation signal, x,(n) denotes the first
digital input signal, X,(n) denotes the second digital input
signal, ¢, ; ' is a set of predistortion coefficients for the first
digital predistorter, ¢, ; ,,is a set of predistortion coefficients
for the second digital predistorter, ¢, J,mz‘”l"‘”z is a set of pre-
distortion coefficients for the third digital predistorter, and
Cc; J,mz‘”z"‘”‘ is a set of predistortion coefficients for the fourth
digital predistorter.

22. The transmitter of claim 18 wherein, for N-th order
nonlinearities and M-th order memory depth, the memory
polynomial based digital baseband model is represented as:

M-1 N-1
w
Yo () = el (n —mlag! ey - m)| + ok o (n —m)lf
m=0 k=2
M-1 N-1
wy wy w) k
Yun (W) = Gim¥2(n —mla e (n —m)| + jb 5y |x (n — ml|
m=0 =2
M-1 N-1 ~
» R
Yoy (1) = S x1(n = m)
m=0 k=2
—tu (-
U2y (=) + o e -ml
M-1 N-1 20
» R
Yooy (1) = S xp(n = m)
m=0 k=2

—tu- ()
T g —m) + o —mlf

wherey,, (n)denotes the first predistorted digital input signal,
Ye,(n) denotes the second predistorted digital input signal,
¥ 20,—,(11) denotes the first intermodulation distortion com-
pensation signal, y,,,,_, () denotes the second intermodula-
tion distortion compensation signal, x,(n) denotes the first
digital input signal, X,(n) denotes the second digital input
signal, g, " is a set of predistortion coefficients for the first
digital predlstorter 2. *isaset of predistortion coefficients
for the second digital predistorter, g; ,, 201-92 jg a set of pre-
distortion coefficients for the third digital predistorter,
Brm """ is a set of predistortion coefficients for the fourth
digital predistorter, a,, , “* and b, , ** are predetermined enve-
lope coupling factors between x,(n) and x,(n) for the first
frequency band, a,, ,® and b, ;" are predetermined envelope
coupling factors between x,(n) and x,(n) for the second fre-
quency band, a,,,>®~®2 and b,,,**>*? are predetermined
envelope coupling factors between x, (n) and x, (1) for the first
third-order intermodulation distortion frequency band, and
a,,,°“7® and b,,, 2! are predetermined envelope cou-
pling factors between x,(n) and x,(n) for the second third-
order intermodulation distortion frequency band.
23. The transmitter of claim 16 wherein:
the plurality of digital predistorters comprises separate
digital predistorters for the first frequency band of the
concurrent dual-band signal, the second frequency band
of the concurrent dual-band signal, the first third-order
intermodulation distortion frequency band, and the sec-
ond third-order intermodulation distortion frequency
band; and
the adaptation subsystem comprises a single adaptor con-
figured to adaptively configure the plurality of digital
predistorters.
24. The transmitter of claim 16 wherein:
the plurality of digital predistorters is four digital predis-
torters comprising:
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a first digital predistorter configured to process the first
digital input signal and the second digital input signal
to provide a first predistorted digital input signal of the
plurality of predistorted digital input signals;

a second digital predistorter configured to process the
first digital input signal and the second digital input
signal to provide a second predistorted digital input
signal of the plurality of predistorted digital input
signals;

athird digital predistorter configured to process the first
digital input signal and the second digital input signal
to provide a first intermodulation distortion compen-
sation signal of the one or more intermodulation dis-
tortion compensation signals; and

a fourth digital predistorter configured to process the
first digital input signal and the second digital input
signal to provide a second intermodulation distortion
compensation signal of the one or more intermodula-
tion distortion compensation signals; and

the adaptation subsystem comprises a single adaptor con-

figured to adaptively configure the first digital predis-
torter, the second digital predistorter, the third digital
predistorter, and the fourth digital predistorter based on
the memory polynomial based digital baseband model
of the plurality of digital predistorters.

25. The transmitter of claim 24 wherein:

the single adaptor is further configured to adaptively con-

figure the first digital predistorter, the second digital
predistorter, the third digital predistorter, and the fourth
digital predistorter based on the memory polynomial
based digital baseband model of the plurality of digital
predistorters and a combined digital feedback signal for
the first and second frequency bands of the concurrent
dual-band signal and the first and second third-order
intermodulation distortion frequency bands.

26. The transmitter of claim 25 further comprising an
observation receiver configured to process the concurrent
dual-band signal output by the power amplifier circuitry to
provide the combined digital feedback signal.

27. The transmitter of claim 24 wherein, for N-th order
nonlinearities and M-th order memory depth, the memory
polynomial based digital baseband model is represented as:

M-1 N-1

inBand .y (inBand k
Yo (1) = Semx1 (1 — a5 |y (0 — m)l + GO ey — |
m=0 k=0
M-1 N-1 .
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Yo (1) = gemt2(n— a5 Lean — m)| + ol ey (- )|
m=0 k=0
M-1 N-1
Yooy - (1) = Skmxy (n— m)?
m=0 k=2
M3 L (IM3 k=2
(= m) (a1 g G — ) + BN e — )|
M-1 N-1
Yo -w, (1) = Skmxa(n — m)?

0 k=2

3
I
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(IM3) k-2
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wherey,, (n) denotes the first predistorted digital input signal,
Yeo,(t) denotes the second predistorted digital input signal,
¥2m,-,(11) denotes the first intermodulation distortion com-
pensation signal, y,,,,_, () denotes the second intermodula-
tion distortion compensation signal, x,(n) denotes the first
digital input signal, X,(n) denotes the second digital input
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signal, g, . is a set of predistortion coefficients for all of the
first, second, third, and fourth digital predistorters,
a,, "B and b, , @59 are predetermined envelope cou-
pling factors between x, (n) and x,(n) for the first and second
digital predistorters for the first and second frequency bands 5
of the concurrent dual-band signal, and a,, , ** and b, , ?*
are predetermined envelope coupling factors between x, (1)
and x,(n) for the third and fourth digital predistorters for the
first and second third-order intermodulation distortion fre-
quency bands. 10
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